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MINE SITE CHARGING
Reliable mine site charging infrastructure is essential 
for enhancing efficiency, reducing environmental 
impact, ensuring safety, and future-proofing mining 
operations. The Ampcontrol QDS relocatable 75kW DC 
fast charger meets site charging requirements for a 
range of different light vehicles and equipment.

The 75kW relocatable charger has an IP65 rated 
enclosure which is suitable for both surface and 
underground applications when deployed in non-
hazardous areas for coal and metalliferous mines.

It is provided with a Quick Detached System (QDS) 
used by mines to transport equipment with load hauls 
vehicles.

The 75kW relocatable charger can be integrated with 
other innovative Ampcontrol products to create a state 
of the art charging station. 
 
AMPCONTROL 75KW CHARGER FEATURES

	■ Quick Detach System (QDS)

	■ Self-contained liquid cooled and IP rated

	■ Latest safety standards

	■ Durable, low maintenance with increased reliability

	■ Low height transport

	■ CCS2 and mining restrained receptacle charging plug 
options

	■ IEC 61851 Compliant

	■ Optional integration with:

	■ Gasguard control systems

	■ AWARE data platform

	■ Substations

	■ Wide-band earth leakage system
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LIQUID COOLED
The 75kW charger is liquid cooled and sealed, making it 
especially useful in a coal mining environment were air 
filtration is both expensive and unreliable.

ELECTRICAL SPECIFICATION

Item Data

Input voltage 3ph 400VAC ±10%

Input frequency 50hz ±10%

Max input current 114A

Output power 75kW

Output current 200A

Efficiency 95%

Power factor >0.99

Total harmonic distortion THD <5%

Communication OCPP 1.6J

MECHANICAL SPECIFICATION

Item Data

Dimensions (Service Position) 2802mm x 1494mm x 2100mm

Dimensions (Transport Position) 2802mm x 1494mm x 1445mm

Weight 2500kg


