AMPCONTROL" TECHNICAL DATASHEET:ISBB002

INTRINSICALLY SAFE BATTERY

Description

The Ampcontrol Intrinsically Safe Battery is
engineered to deliver a reliable and continuous
power source to a broad range of industrial
equipment. This 3.7 V DC 0.5 mA supply unit is
ideal for protecting stored data on device
clocks and memory units. Encased in a flame-
retardant silicone rubber compound, the
battery’s advanced electronic design limits
power draw of stored energy, ensuring
protection against overvoltage. The robust ABS
plastic casing makes it ideal for heavy
conditions, and its universally recognised
Phoenix connector ensures ease of installation.

Features
Certified Intrinsically Safe — IEC Ex ia 1

Reliable continuous supply
Fast and simple installation

Robust ABS enclosure
Specifications

Certification Details

The Battery assembly is IECEXx certified as per the following:
Certificate Number: IECEx TSA 11.0064X

Type of Protection: Ex ia I

Temperature: -20 °C < Ta < +60 °C

Electrical Parameters

Battery shall remain IS compliant under the following operating conditions:

Um =132V
Lo = 1000 mH
Co = 10000 uF

Electrical Output

Nominal Voltage = 3.0 V DC
Uo =3.7V DC

lo =0.5mA

Approval & Certification
IECEx TSA 11.0064X

Installation

The Intrinsically Safe Battery is supplied with double sided tape for easy attachment to the host device.
Supply cables may be shortened to appropriate length to suit an array of applications.
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Ordering Information

Part Number Description
120395 BATT IS 3.0vDC 0.5mA
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While every effort has been made to assure the accuracy of this document at the date of issue, Ampcontrol assumes no liability resulting from any omissions
or errors in this document and reserves the right to revise content at any time.
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