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PULLCABLE WEDGE CLAMP

Monitoring and Control

Description
The Pullcable Wedge Clamps are designed to grip
and support emergency stop cables used in a
conveyor pullwire system. The cable clamps are
constructed from a single piece of folded steel
(Stainless or Galvanized) and house two clamping
wedges, ensuring uniform pressure is applied to the
secured cable.
Three sizes are available to suit cable diameters:
e 85mmto 13.5mm
e 12.5mmto 19.5mm

e 7mmto 20 mm

Features
e Corrosion Resistant
e Low Cost
e Quick Installation
¢ Quick Release
¢ High Reliability

Operation

Open clamping jaws to accommodate cable

Clamp the cable under tensile stress

Clamping Jaws
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‘ Dimensions

Part Number 159596
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Part Number 302527
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‘ Specifications
General Part Number - 159596 | Part Number - 179765 | Part Number - 302527

Dimensions (mm) 250 x 67 300 x 80 288 x 84
Cable Diameter (mm) 8.5t013.5 12.51t0 19.5 71020
Permitted Tensile Load (kN) 3.5 4
Weight (kg) 0.4 0.7

Construction

Galvanized Steel

Stainless Steel

Wedge Colour

Black

Orange




‘ Equipment List

Part Number Description
159596 Clamp Pullcable Wedge Clamp 8.5 - 13.5mm
179765 Clamp Pullcable Wedge Clamp 12.5 - 17.5mm
302527 Clamp Pullcable Wedge Clamp 7 - 20mm - Stainless Steel

Find Out More

For more information on this product, contact Ampcontrol Customer Service on +61 1300 267 373 or
customerservice@ampcontrolgroup.com or visit the Ampcontrol website: www.ampcontrolgroup.com

DISCLAIMER

While every effort has been made to ensure the accuracy of this document at the date of issue, Ampcontrol assumes no liability resulting from any
omissions or errors in this document and reserves the right to revise content at any time.
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