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VCA REMOTE KEYPAD 
COMMUNICATIONS 

Applications  

The Voicecom Remote Keypad is a keypad interface for 
use with the Voicecom Controller (VCA) and is a part of 
the Ampcontrol Voicecom system. 

The Voicecom Remote Keypad interface allows control of 
a VCA installed in a flameproof enclosure or where the 
keypad located on the VCA is inaccessible.  

The Remote Keypad termination and wiring to the VCA is 
shown in Figure 1. The keypad inputs mimic those found 
on the front of the VCA. Input KP3 is the LOCK input. 
When the LOCK input is asserted, VCA configuration 
settings can be changed, and Voice Message Bank files 
can be downloaded. Opening the LOCK input prevents 
any settings from being changed.  

The LOCK input should be wired to a key lock switch 
located adjacent to the VCA or behind the panel door. The 
keypad inputs shall be powered from an I.S. Power Supply 
through a Field Interface Module (FIM) (P/N 142315). One 
of the communication lines I.S. Power Supplies can be used. 

Typical Connection Diagram 
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  KP8 – Escape Button 
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  KP3 – Key Lock (Allow Access to VCA settings) 
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Figure 1: Remote Keypad Interface Wiring to VCA Remote Keypad Module 
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Installation Requirements 

The VCA Keypad meets the requirement for Simple Apparatus provided the following installation conditions 
are met:  

• The VCA Keypad is installed on an enclosure that meets or exceeds IP54 

• A FIM shall be installed between the IS Power Supply and the VCA and Remote Keypad Circuit. 
The installation requirements of the FIM will apply to these installations (See Figure 1) 

• The VCA Keypad shall be mounted within a conductive, earthed enclosure. The enclosure shall 
provide a minimum clearance of 10 mm of conductive frame material surrounding the keypad on 
all sides. (See Figure 2) 

NOTE: VCA Remote Keypad is a potential static hazard - only site approved cleaning products and 
procedures shall be used. 

 
Figure 2: Minimum Clearance of 10 mm on all sides 

 

Specifications 

Certificates/Approvals 

Type Simple Apparatus 

Power Supply 

Voltage 12 to 15.1 V DC 

Environmental Conditions 

Temperature Range 0 °C to +50 °C 

Mechanical 

Dimensions (H x W x D) 
155 x 155 x 138 mm 
(135 x 135 mm panel mount cut-out) 

 

Ordering Information 

Part Number Description 

120654 Keypad Voicecom VCA Remote 

142315 Field Interface Module 1W IECEx 

178124 Kit Clips Panel Mount 
 

Minimum Clearance 
of 10 mm on all sides 


