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WARNING!
4 The warning symbol highlights a potential risk of injury or death.
@ Please share these warnings with other operators.
\
CAUTION!

The caution symbol highlights a potential risk of damage to

eguipment.
Please share these cautions with other operators.

NOTE

N The note symbol highlights key information.
? Please share these notes with other operators.
ENVIRO

The enviro (environmental) symbol highlights areas which may have an
y impact on the surrounding fauna and/or flora.
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Copyright Notice

The Ampcontrol DNET-IP2 Serial Communication System described in this document is the property of
AMPCONTROL PTY LTD. It is furnished under a license agreement and is to be used only in
accordance with the terms of the agreement.

No part of the hardware or documentation may be reproduced, transmitted, transcribed, stored in a
retrieval system, or translated into any language or computer language, in any form or by any means,
without prior written permission of AMPCONTROL PTY LTD.

Disclaimer

While every effort has been made to assure the accuracy and clarity of this document, AMPCONTROL
PTY LTD assumes no liability resulting from any omissions in this document, or from misuse of the
information obtained herein. The information in this document has been carefully checked and is
believed to be entirely reliable with all of the necessary information included. AMPCONTROL PTY LTD
reserves the right to make changes to any products described herein to improve reliability, function, or
design, and reserves the right to revise this document and make changes from time to time in content
hereof with no obligation to notify any persons of revisions or changes. AMPCONTROL PTY LTD does
not assume any liability arising out of the application or any use of any product or circuit described
herein; neither does it convey license under its patent rights or the rights of others.

Before You Begin

Thank you for purchasing the Ampcontrol DNET Serial Communication System.

WARNING!

4 In the interests of safety and correct equipment operation, please
take the time to read and understand the content in this manual.

N

Ampcontrol Contact Details
7 Billborooke Close, Cameron Park, NSW, 2285
P +61 1300 267 373 | F +61 2 4903 4888

EMAIL: customerservice@ampcontrolgroup.com

WEB: ampcontrolgroup.com
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1 SAFETY AND OTHER WARNINGS

For safety reasons, the DNET-IP2 Serial Communication System must be installed, operated and
serviced only by competent personnel. Please read and understand this instruction manual completely
before installing, operating or servicing this equipment. Failure to install or operate this instrument in
accordance with the instructions contained in this manual may create hazardous operating conditions.

1.1 Safe Use of Equipment
The equipment supplied has been designed and manufactured to ensure safe operation. The equipment
must only be used within the design parameters.

The instructions within this manual must be observed as an aid towards achieving the safest possible
installation.

Persons responsible for installation, maintenance, or operation, must observe the following
instructions:

1.1.1 Changes to Equipment

Changes in the design and modifications to the equipment are not permitted. Unauthorised changes
made to the hardware or operating firmware will void the manufacturer's warranty, and may
compromise the integrity of the system into which it is installed and other connected equipment.

1.1.2 Equipment Knowledge

Experience with, or understanding of, this equipment is essential for the safe installation and removal of
the equipment. Therefore, please read and understand this manual prior to use. Competency based
training courses are recommended and are available on request.

1.1.3 Manual Handling

Precautions have been taken to ensure all equipment is safe to handle and free from sharp edges.
However care should always be taken when handling enclosures and gloves should be worn.

1.1.4 Installation

Correct operation and safety depend on the DNET-IP2 Serial Communication System and associated
equipment being installed correctly. Mechanical and or electrical installation and maintenance of plant
and equipment must only be carried out by appropriately qualified personnel and must be tested
thoroughly prior to operation.



® Ampcontrol Pty Ltd — ABN 28 000 915 542
DNET-IP2 SERIAL COMMUNICATION SYSTEM USER MANUAL
i i DNETBO0O01 Version 11 — JUN 2016

2 RECEIVING AND STORAGE

2.1 Receiving

All possible precautions are taken to protect the equipment against damage or losses during shipment,
however before accepting delivery, check all items against the packing list or bill of loading. If there is
evidence of physical damage, notify Ampcontrol immediately.

Notify Ampcontrol immediately in case of any discrepancies to the packing list. Keep a record of any
claims and correspondence. Photographs are recommended.

Where practicable do not remove protective covers prior to installation unless there are indications of
damage. Boxes opened for inspection and inventory should be carefully repacked to ensure protection of
the contents or else the parts should be packaged and stored in a safe place. Examine all packing
boxes, wrappings and covers for items attached to them, retain and store any approval documentation
for your safety file as applicable prior to wrapping being discarded.

2.2 Inspection

Equipment that is found to be damaged or has been modified away from its published specification must
not be used. Please contact Ampcontrol if the equipment is suspected to be different than that ordered or
if it does not match the published specifications.

2.3 Storage after Delivery

When the equipment is not to be installed immediately, proper storage is important to ensure protection
of equipment and validity of warranty.

All equipment should be stored indoors between 0-40°C, preferably on shelves and protected from
moisture and sunlight.
2.4 Unpacking of Equipment

The method of packing used will depend on the size and quantity of the equipment. The following
cautions should be interpreted as appropriate.

CAUTION!
Take care when unpacking crates as the
contents may have shifted during transport.
The disposal of packaging materials, replaced parts, or components
must comply with environmental restrictions without polluting the soil,

air or water.
m Ensure that any timber and cardboard used as packaging is disposed
' ' of in a safe and environmentally responsible manner.
Where possible, dispose of all waste products i.e. oils, metals, plastic
and rubber products by using an approved recycling service centre.

ENVIRO
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3 DNET-IP2 COMMUNICATION SYSTEM OVERVIEW

The DNET-IP2 Serial Communication System provides condition monitoring and supervisory control of
the Ampcontrol range of Integrated Protection Relays. The system consists of an IP2 Protocol Converter
and Serial Interface (IPSI) Modules.

Electrical installations utilising Ampcontrol Integrated Protection Relays and the DNET-IP2
Communication System can transfer information from a Distribution Control Box (DCB) or substation to a
remote location. The DNET-IP2 Protocol Converter transfers data and commands between the Host
System and the modules using RS232, RS422 and RS485 protocols.

Through machine communication, which forms part of the IPD, IPC, IPB and HPB Integrated Protection
Systems, the identity of the machine can be transferred via serial communications to a PLC. This allows
the PLC to arrange sequencing — particularly on a longwall installation.

Each Integrated Protection Relay is connected to a Serial Interface Module (IPSI), which has its output
drop connected to a DNET-IP2 Protocol Converter. The Protocol Converter provides the
communications link to a PLC. The PLC can be either located within the flameproof enclosure or can be
connected via an intrinsically safe link to a remote location. Multiple DNET-IP2 Systems can be
monitored using a single PLC communication port (See Drawing DNETEO010 in Appendix A).

Key Features

RS232, RS422 & RS485 connections available

Selectable baud rate of 1200 to 9600

Selectable Modbus Master RTU, Modbus Slave RTU, DNET-IP2 or DNET-IP protocols
Status LEDs for diagnostics

IPSI modules are line powered

RS232, RS422 & RS485 Multi-drop Connection Each IPSI Communicates with
Communications to PLC to IPSI Modules a Single IP Relay
DNET-1P2
PLC - — — Protocol = y IPSI-D
Converter
A
Provides power to the DNET-IP2
DNET-IP2 Protocol i IPSI-D
Converter Power Supply
i IPSI-D

Maximum of 9 IPSI |
Modules per DNET-IP2 |
Protocol Converter |

Figure 3.1: DNET-IP2 Communication System — Typical System Overview
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3.1 DNET-IP2 Protocol Converter

The DNET-IP2 Protocol Converter provides an interface between an external communications device
and the Ampcontrol Integrated Protection relay suite (IPA, IPB, IPC, IPD & HPB).

The Protocol Converter has a serial communication port that is electrically isolated and supports RS232,
RS422 and RS485 protocols with a selectable baud rate of 1200 to 9600.

The four user selectable protocols are:

o Modbus Master RTU
e Modbus Slave RTU
o DNET-IP2

o DNET-IP

The IP2 Line Driver drives a two-wire communication line, which delivers power and exchanges data
with a maximum of nine IPSI Modules.

AMPCO@_
)\ W g

DNET IP2 v1
PROTOCOL CONVERTOR

XY ‘
AC INPUT o RS422— ez |

20 0 20 L TRA TR RX+ RX- CTS RTS Tx Rx COM |

- .
BTGOS0 2% 3 09 3

Figure 3.2: DNET-IP2 Protocol Converter

3.2 IPSI Module

The IPSI module provides a communications interface between the DNET-IP2 Protocol Converter and
an Integrated Protection relay. An IPSI module is required for each Integrated Protection relay that is to
be connected to the Protocol Converter.

There are two types of IPSI module that are compatible with the DNET-IP2 Serial Communication
System — the IPSI and the IPSI-D. The IPSI is a legacy module that is used for communicating with the
IPA, IPB, IPC and HPB Integrated Protection relays. The IPSI-D is used for communicating with the IPD
Integrated Protection relay.

Figure 3.3: IPSI-D Module (Left) and legacy IPSI Module (Right)
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3.3 DNET-IP2 Power Supply
The DNET-IP Power Supply converts an 110V supply to a 24V-0V-24V supply for the DNET-IP Protocol
Converter. In 2014, the DNET-IP Power Supply V1 was superseded by the DNET-IP Power Supply V2.

The V2 power supply provides more efficient power to the DNET
NOTE system, hence reducing the likelihood of faults developing from
overheating.

Both the V1 and V2 power supplies are compatible with the DNET-

z 4
> IP2 V1 Protocol Converter. V1 power supplies should be changed over
to V2 when production permits.

AMPCSN
Nt L

CNET IF2 yo

POWER SUPFLY wODULE

10V

SLUPP.Y OUTRFUT
N A E B4 024
, .': A

Figure 3.4: DNET-IP2 Power Supply V2

AMPCONTROL

DNET P2 W1

POWER SUPPLY MODULE

nov
BUPPLY AC QUTRPUT ™
N A E 20 O 20

Figure 3.5: DNET-IP2 Power Supply V1 (Obsolete)
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4 INSTALLATION

4.1 General Warnings

These instructions have been designed to assist users of the DNET-IP2 Serial Communication System
(hereafter referred to as the “System”) with installation.

Before the System can be installed, there are a number of things that need to be considered and
understood to prevent incorrect or unsafe operation of the System or the system into which it is installed.

Along with relevant competence, and an understanding of the target application, the following points
should be considered:

4.1.1 Ensure that the information provided in this user manual is fully understood.

It is extremely important that the limitations and functionality of the System are understood to prevent
incorrect installation and use from creating a potentially dangerous risk. If in doubt as to the nature of the
limitations or their implication, consult a competent authority such as a supervisor or Ampcontrol
technical representative.

4.1.2 Ensure that the application into which the System is being installed has been
properly defined, designed and approved.

Any system intended to mitigate the risk of injury needs to be properly designed and implemented. Such
a system must be the result of structured risk analysis with the outcomes used to define the system
requirements. These requirements, in turn, will guide the choice of instrumentation, logic solvers and
actuators needed to implement the system. Understanding the needs of the system will ensure proper
selection of equipment.

4.1.3 Ensure that the System will properly perform the required functions within the
system design.

It is important to understand how the System is intended to interact with other equipment within a
system. For safe and reliable use, it is crucial that neither the System logical operation nor its signalling
be compromised by incompatibilities with connected equipment.

4.1.4 Modifications of any form to the System are prohibited.

If modifications of any form are made to the System, the equipment may no longer be fit for use. If any
modifications or damage to the System is evident, do not use the equipment and contact Ampcontrol for
advice.

4.2 Mandatory Installation Practices

The following information must be adhered to when installing the System. Failure to adhere to this
information may give rise to unsafe operation.

Using the System in a manner that exceeds its electrical, functional or physical specifications, or in a
way that is contrary to its operating restrictions, may create risks to personnel and/or equipment resulting
in injury or death.

The System must be powered within the specified voltage range.

The installation of the System must be carried out by suitably trained and qualified personnel.
Identification labels fixed to the System must not be damaged, removed or covered before, during
or after installation.

The installation is to be in accordance with the relevant installation Standards/Codes of Practice.
Modifications must not be made to any part of the System

Complete and accurate records of the installation must be kept as part of the site installation.
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4.3 Mechanical Installation Information

4.3.1 DNET-IP2 Protocol Converter

The DNET-IP2 Protocol Converter is housed in an IP20 plastic enclosure that is either DIN rail
mountable or panel mountable (via 2 screws).

| 110 100 |

| ! ! \
OO0OO0O0OO0O0OOOOOOOOOOO

L1 ®

AMPCONTROL
DNET IP2 V1
PROTOCOL CONVERTOR 75
O OO
AC INPUT ——RS422— RS232
20 0O 20 Tx+ Tx- BX+ RX-CTS RTS Tx Rx COM

OO0OO0O0O0O0OOOOOOOOOOO

Side View Front View

Figure 4.1: DNET-IP2 Protocol Converter Dimensions

4.3.2 DNET Power Supply

The DNET Power Supply (V1 & V2) is housed in an IP20 plastic enclosure that is either DIN rail
mountable or panel mountable (via 2 screws).

| \ | \
OO00000OOO

= 2

AMPCONTROL

) U

DNET IP2 V2
POWER SUPPLY MODULE 75

85-264VAC O
SUPPLY QUTPUT

N A E 24 0 24

OO00000OOO

Side View Front View

Figure 4.2: DNET Power Supply Dimensions
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4.3.3 IPSI-IPA

The IPSI-IPA module is supplied with a terminal connection base that is DIN rail mounted. The IPSI-

IPA module plugs into this base.

21 \ 79 \ 50
e E— ‘4 =‘ e B E—
1
L A
L] AMPCONTROL

[LPSI

[PA SERIAL INTERFACE

114 C 50
MDA Exia 11262 |
Ex (o) I AUS Ex 2067X
MANUFACTURED BY AMPCONTROL '
4
Side View Front View
Figure 4.3: IPSI-IPA Module & IPSI-IPA Base Dimensions
4.3.4 IPSI-D
The IPSI-D is housed in an IP20 plastic enclosure that is DIN rail mountable.
225 | 98.5 | A
- > -t g DNIP- DNIP«
- | |
A
DOO &) O &) /—BLA(K HEADER
000 g 4 g 0004
. - ‘LE g§§§ 25
o2 E¥EL e
IPSHD I"—"g gg IPSHD || —8LUe HeADER
000 Eﬁ o @
0 OO <=
v
Front View Side View

Figure 4.4: IPSI-D Module Dimensions
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4.4 Electrical Installation Information

DNET IP2 Protocol
Converter*

To RS485

. To IPD
Device

*RS232 Terminals
have been omitted
for clarity

To IPD

To 85-264VAC
Power Supply

DNET Power Supply V2

i Wiring between the DNET IP2 Protocol
} } Converter and the last IPSI-D is to be kept
Yy as short as possible (maximum of 10m)

L
To other IPSI-D modules
(maximum of 9 per
DNET-IP2 Protocol Converter)

Figure 4.5: DNET-IP2 Serial Communication System Typical Connection Diagram

4.4.1 DNET Power Supply —Incoming Supply (Terminals A, N & E)

The DNET Power Supply requires an incoming supply of 85-264VAC and has a power consumption of
15VA.

4.4.2 DNET Power Supply — Outgoing Supply (Terminals 24, 0 & 24)

The DNET Power Supply V2 produces a 24-0-24VDC output that is directly wired into the 20-0-20V
inputs of the DNET-IP2 Protocol Converter. This connection is not polarity sensitive (OV must be wired
to OV).

The DNET Power Supply V1 produces a 20-0-20VAC output that is wired into the DNET-IP2 Protocol
Converter in the same manner as described above.

The V2 power supply provides more efficient power to the DNET
NOTE system, hence reducing the likelihood of faults developing from
overheating.

N
@ Both the V1 and V2 power supplies are compatible with the DNET-
> IP2 V1 Protocol Converter. V1 power supplies should be changed over

to V2 when production permits.

4.4.3 DNET-IP2 Protocol Converter — Incoming Supply (Terminals 20, 0 & 20)

The DNET-IP2 Protocol Converter requires a 20-0-20VAC supply or a 24-0-24VDC supply. This supply
is provided by the DNET Power Supply (see Section 4.4.2).
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4.4.4 DNET-IP2 Protocol Converter — RS422/RS485 (Terminals Tx+, Tx-, Rx+ & Rx-)

These terminals provide the upstream serial communications connection point for users with the desire
to use either RS422 or RS485. To use RS422 simply wire the Tx+, Tx-, Rx+ & Rx- in cross-over
configuration to the upstream RS422 device. To use RS485 the Tx+ and Rx+ must be bridged
together, as must the Tx- and Rx- terminals (see Figure 4.5).

4.4.5 DNET-IP2 Protocol Converter — RS232 (Terminals CTS, RTS, Tx, Rx & COM)

These terminals provide the upstream serial communications connection point for users with the desire
to use RS232.

4.4.6 DNET-IP2 Protocol Converter — L1 Connection (Terminals L1+ & L1-)

These terminals are the connection point for the L1 bus that the IPSI modules are “multi-dropped” onto.
The length of the L1 line should be kept as short as possible, with any “tee” lengths kept to a minimum.
Ideally the L1 connections should be looped-out of the terminals on the IPSI.

A twisted pair cable should be used for this connection, and it should be run away from sources of
electrical noise.

4.4.7 IPSI Connections

For information on connection to the DNET-IP2 Protocol Converter’s L1 bus, refer to Section 4.4.6.

For information on connection to the Integrated Protection relay, read the below in conjunction with
referring to the individual IP relay user manuals.

Terminals 1, 2, 10 and 11 of the IPSI-D are intrinsically safe terminations and should be wired in
accordance with AS 2381.7. Twisted conductors or overall screened cable should be used. The screen
should be connected to OV at both the Integrated Protection Relay and the IPSI Module.

CAUTION!
Connect the screen of the cable between the IP relay and the IPSI to

the OV terminal on the IP relay and the OV terminal on the IPSI Module.
Do NOT connect the screen to earth.

4.5 Intrinsically Safe Communications Link

An intrinsically safe link consisting of approved IS Barriers is required to allow Integrated Protection
Relays to transmit their data from a hazardous area to a remote PLC. The equipment in the hazardous
area must be enclosed in a flameproof enclosure.

4.5.1 PLC RS232 IS Link

The IS link consists of two MTL 5051 general purpose serial data interfaces and associated MTL 5991
24V DC power supplies (See Drawing DNETEQ12 in Appendix A).

A standard Belden type cable, connected between the two serial data interfaces would allow
communications up to a distance of 2 kilometres at the communication rate of 9600 baud.

4.5.2 PLC RS485/RS422 IS Link

The IS link consists of two MTL 776AC or P&F 955 passive IS Barriers per DNET-IP2 System. Multiple
DNET-IP2 Systems may be able to be multi drop connected in hazardous areas depending on cable
parameters.

A standard Belden type cable, connected between the IS Barriers would allow communications up to a
distance of 500m at the communication rate of 9600 baud (See Drawing DNETEOQ11 in Appendix A).
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5 PRODUCT OPERATION

This section will explain the operation of the rotary switches, DIP switches and LED indicators within the
various pieces of equipment in the DNET-IP2 Serial Communication System.

5.1 DNET-IP2 Protocol Converter

The DNET-IP2 Protocol Converter has three (3) externally visible LEDs. Behind the removable cover
there is a set of for (4) DIP switches and one (1) 16-position rotary switch.

5.1.1 LED Indicators

Name Colour State Description

Slow Flash | Communication Line to IPSI Modules is healthy.
Communication Line to IPSI Modules is short-

Fast Flash | circuited. After the short circuit is removed Fast
Flash continues until the next IPSI is polled.

Will flash if the RS232/485 port is receiving data
from a Host system. The IP2 Protocol Converter
has no control over this LED. The length of the flash

Line LED Green

RXLED Red Flash and its apparent brightness indicates the amount of
data that the IP2 Protocol Converter is receiving
from the Host system.

Will flash if the RS232/485 port transmitter is active.

Tx LED Red Flash The length of the flash and its apparent brightness

indicates the amount of data that the IP2 Protocol
Converter is transmitting to the Host system.

5.1.2 DIP Switches

The four DNET-IP2 user selectable protocols, Master Modbus RTU, Slave Modbus RTU, DNET-IP2
and DNET-IP are selected via the DIP Switch 3 and 4 located under the front cover. The
communications baud rate is selected using DIP Switch 1 and 2.

Baud 1 2 3 4 Protocol

9600 OFF OFF OFF OFF Spare

4800 OFF ON OFF | ON IP2 (IP Protocol)
2400 ON OFF ON OFF Slave Modbus (Autoscan)
1200 ON ON ON ON Master Modbus (Autoscan)

5.1.3 16-Position Rotary Switch

The 16-Position Rotary Switch, located under the front cover, sets the Modbus Slave ID Address.
Setting the Slave ID Address to 0 will activate Autoscan Mode.
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The DNET Power Supply has one (1) externally visible LED.

Name Colour State

Description

On

Power supply is operating and output power is
available.

Output LED | Red

Off

Power supply is off.

5.3 IPSI-IPA

The IPSI-IPA has two (2) externally visible LEDs. Behind the removable cover there is one (1) 16-

position rotary switch.

5.3.1 LED Indicators

Name Colour State Description
Line LED vellow Flash Operatlon_ depends upon the selected user protocol
(see Section 6).
Flashes each time a block of data is being read
IPALED Green Flash from the Integrated Protection Relay

5.3.2 Selector Switch

The 16-Position Rotary Switch, located under the front cover, sets the IPSI Address of the module.
Each IPSI that is connected to must have a unique address to avoid data collisions. The IPSI Address
can be set in the range of 1 to 15. Setting the IPSI Address to 0 will set the IPSI to offline.

NOTE

If the Modbus Slave Protocol is being used, changing the IPSI Address

f will change the Modbus address range for that IPSI Module. See
S Section 6.2 for more details

5.4 IPSI-D

The IPSI-D has two (2) externally visible LEDs.
rotary switch.

5.4.1 LED Indicators

Behind the removable cover there is one (1) 16-position

Name Colour State Description

Line LED Green Flash Operatlon_ depends upon the selected user protocol
(see Section 6).

IPD LED Red Flash Flashes each time a block pf data is being read
from the Integrated Protection Relay

5.4.2 Selector Switch

The 16-Position Rotary Switch, located under the front cover, sets the IPSI Address of the module.
Each IPSI that is connected to must have a unique address to avoid data collisions. The IPSI Address

can be set in the range of 1 to 15. Setting the

IPSI Address to 0 will set the IPSI to offline.

NOTE

If the Modbus Slave Protocol is being used, changing the IPSI Address

f will change the Modbus address range for that IPSI Module. See
S Section 6.2 for more details
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6 COMMUNICATION PROTOCOLS

The DNET-IP2 Protocol Converter has four user selectable protocols:

Master Modbus RTU
Slave Modbus RTU
DNET-IP2

DNET-IP

These protocols are selected using the dip switches under the front cover of the DNET-IP2 Protocol
Converter (see Section 5.1.2).

6.1 Master Modbus RTU

Master Modbus RTU mode is selected by placing switches 3 and 4 to the ‘ON’ position on the Dip
Switch.

Switches 1 and 2 of Dip Switch set the Baud Rate. The available rates are 1200, 2400, 4800 and 9600.

In Master Modbus Mode the DNET-IP2 Protocol Converter scans for IPSI Modules and sends the data to
a Slave Modbus Device. The module data is written to the Slave Modbus Device using command 16,
‘Write Multiple Holding Registers’ using Modbus RTU Protocol, even parity, 8 bit data with 1 stop bit.
Data is written to the Slave ID address at the Slave Data Address.

The Slave ID Address 1 to 15 is selected via the Rotary Switch. If the Slave ID address is zero then the
Autoscan Mode is selected.

6.1.1 Master Modbus RTU Command Format
The command sent to the Host consists of the following:

Byte # Description
1 Slave ID
2 Command = 16
3 Address_high
4 Address_low
5 Size n high
6 Size n low
7 Byte_size
8 Data O high
9 Data O low
8+2n Data n high
9+2n Data n low
10+2n CRC_high
11+2n CRC_low
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An IPSI| Module returns 59 data words.

See the translation table corresponding to the relevant Integrated Protection relay (Section 7) for a
complete description.

The first data word returned is in the following format:

First Data Word: <OO0O000EE 0000AAAA> binary
Where:
EE = 00-IPSI is offline
EE = 01-1PSI online IPA/IPB/IPC/IPD offline
EE = 11-IPSI online IPA/IPB/IPC/IPD online
AAAA = IPSI address (1...15)

6.1.2 Master Modbus RTU LED Indication

In Master Modbus mode the IPSI Module is scanned on a regular basis and data is sent to the Host
system via the serial port.

LED Master Modbus RTU Operation

Flashes at a regular rate. If the Host system does not reply to the
commands sent from the DNET-IP2 Protocol Converter, there isa 1

IPSI ‘Line’ LEDs second time out. If this time out is occurring the scanning of the IPSI
Modules will be slow. If the Host system replies the scanning will be
faster, but not as fast as Autoscan, for the same number of IPSI Modules.

Flashes each time a block of data is being read from the Integrated

IPSIIPA’ LEDs Protection Relay.

DNET-IP2 Tx LED | Flash at the same rate as the IPSI Module.

DNET-IP2 Rx LED | Flashes if the Host system replies.

6.2 Slave Modbus RTU

Slave Modbus RTU mode is selected by placing switch 3 to the ‘ON’ position and switch 4 to the ‘OFF’
position on the Dip Switch.

Switches 1 and 2 of the Dip Switch set the Baud Rate. The available rates are 1200, 2400, 4800 and
9600.

In Slave Modbus Mode the DNET-IP2 Protocol Converter waits for commands from the Host Modbus
Device.

When a correctly addressed read command is received, the specified IPSI Module is scanned; the data
is processed, and returned to the Host Master Modbus Device using RTU Modbus Protocol, Even parity,
8 bit data with 1 stop bit. If a command is not supported, or an invalid address is used, the Host Device
will receive an exception response from the DNET-IP2 Protocol Converter.

The Slave ID Address 1 to 15 is selected via the Rotary Switch. If the Slave ID address is zero then the
Autoscan Mode is selected.
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6.2.1 Slave Modbus RTU Commands
The IP2 Protocol Converter supports the following commands:

CMD=3 Read Holding Registers

CMD=4 Read Input Registers

CMD=6 Write Holding Register

CMD=7 Read Exception Status

CMD=16 Write Multiple Holding Registers
CMD=17 Read Slave ID

The IPSI Address of the IPSI Module affects the Modbus Address that the information can be accessed
from. The below table should be referred to, in conjunction with the relevant Translation table (Section 7)
for the Integrated Protection relay that is in use.

IPSI-IPA
or IPSI-D Modbus Address Description
Address
0000-000F Read/Write
1 0100 — 013F Read
2 0200 — 023F Read
3 0300 — 033F Read
4 0400 — 043F Read
5 0500 — 053F Read
6 0600 — 063F Read
7 0700 — 073F Read
8 0800 — 083F Read
9 0900 — 093F Read
10 OAOQO0 — OA3F Read
11 0BO0OO — OB3F Read
12 0CO00 — 0C3F Read
13 0D00 — OD3F Read
14 OEOO — OE3F Read
15 OF00 — OF3F Read
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Read commands must not exceed 64 words.

IPSI Module returns 59 data words but any size from 1 to 64 is valid. Data beyond word 59 will be
random. See the translation table for a complete description. The first data word returned is in the
following format:

First Data Word: <OO0O000EE 0000AAAA> binary
Where:
EE = 00-1PSl is offline
EE = 01-1PSI online IPA/IPB/IPC offline
EE = 11-1PSI online IPA/IPB/IPC online
AAAA = |PSI address (1...15)

6.2.2 Slave Modbus RTU LED Indication
In Slave Modbus mode the IPSI Modules are scanned only on direct request from the Host system.

LED Master Modbus RTU Operation
IPSI ‘Line’ LEDs Flashes only if the IPSI Module is requested from the Master Host
system.
IPSI IPA’ LEDs Flashes each time a block of data is being read from the Integrated

Protection relay.

DNET-IP2 Tx LED | Flashes every time a command is received from the Master Host system.

Flashes whenever the DNET-IP2 Protocol Converter responds to a

DNET-IP2 RXLED | \jaster Host command.

6.3 Modbus Autoscan
Autoscan is selected in either Modbus Master or Slave Protocol by selecting ID Address = 0 to isolate a
DNET-IP2 Protocol Converter from a Modbus network for the purpose of fault finding.

In this mode the DNET-IP2 Protocol Converter sequentially scans for IPSI Modules connected to the L1
communication line regardless of any host commands. The serial communication port is disabled, but
the Rx LED will still flash if data is received from a Host Device.

6.3.1 Modbus Autoscan LED Indication

In Autoscan the IPSI Modules are scanned on a regular basis but no data is transferred to the serial
port.

LED Master Modbus RTU Operation

IPSI ‘Line’ LEDs Flashes at a regular rate.

Flashes each time a block of data is being read from the Integrated

IPSIIPA’ LEDs Protection relay.

DNET-IP2 Tx LED | Should not flash.

Flashes if data is being received, but this data is ignored in Autoscan

DNET-IP2 Rx LED Mode.
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6.4 IP Protocol (IP2 Protocol Mode with Slave ID Address = 0)

IP Protocol mode is selected by placing switch 3 to the ‘OFF’ position and switch 4 to the ‘ON’ position
on the Dip Switch and selecting Slave ID Address = 0 on the rotary switch.

Switches 1 and 2 of the Dip Switch set the Baud Rate. The available rates are 1200, 2400, 4800 and
9600.

In IP Protocol Mode the DNET-IP2 Protocol Converter waits for a command from the Host system. When
a correctly addressed command is received, the corresponding IPSI Module is scanned; its data is
processed, and returned to the Host Device in a block of 64 bytes. There are no write commands
available.

6.4.1 IP Protocol Commands

The Host system sends a single byte command:

<IPSI-ID> (no CR or LF)
Where:
<IPSI-ID> is ASCII ‘A’ to ‘O’ = IPSI-ID address 1 to 15.

The response is identical to the IP2 protocol description in the following section.

6.5 IP2 Protocol (IP2 Protocol Mode with Slave ID Address = 1...8)

IP2 Protocol mode is selected by placing switch 3 to the ‘OFF’ position and switch 4 to the ‘ON’ position
on the Dip Switch and selecting Slave ID = 1...8 on the rotary switch.

Switches 1 and 2 of the Dip Switch set the Baud Rate. The available rates are 1200, 2400, 4800 and
9600.

In IP2 Protocol Mode the DNET-IP2 Protocol Converter waits for a command from the Host system.
When a correctly addressed command is received the corresponding IPSI Module is scanned, its data is
processed, and returned to the Host Device in a block of 64 bytes. There are no write commands
available.

The IP2 Protocol is a multi-drop protocol where a maximum of eight (8) DNET-IP2 Protocol Converters
can be addressed on the same RS485/RS422 network (See Drawing DNETEOQ11, in Appendix A).

The IP2 Protocol Mode is a very low overhead protocol and is an Ampcontrol proprietary protocol. It is
designed for implementation in ‘ladder logic drivers’ in PLC’s where processing is limited.

The Slave ID Address 1 to 8 is selected via the Rotary Switch. If the Slave ID address is zero then the IP
Protocol Mode is selected.
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6.5.1 IP2 Protocol Commands
The Host system sends a two-byte command:

<Slave-ID><IPS-ID > (no CR or LF)
Where:
<Slave-1D> is ASCII ‘1’ to ‘8’ = Protocol Converter Slave ID 1 to 8.
<IPSI-ID> is ASCII ‘A’ to ‘O’ = IPSI address 1 to 15.
The DNET-IP2 Protocol Converter responds with a block of data or an error code (35 Hex) is returned.
The IPSI Data Block consists of 64 bytes:

IPSI-IPA
or IPSI-D Description
Address

0 Header Byte

1 Data

2 Data

62 Data

63 Checksum

The Header Byte consists of 4 bit size and 4 bit address: <size:addr>
The ‘addr’ is the IPSI number being scanned.

The ‘size’ = 1010 — 64 byte IPSI block.

The Checksum is the low 8 bits of the sum of bytes 1...63.

See translation tables for a complete description of the data bytes.

6.5.2 IP2 Protocol LED Indication

In IP2 and IP Protocol modes the IPSI Modules are scanned only on direct request from the Host
system.

LED Master Modbus RTU Operation

Flashes only if the IPSI Module is requested from the Master Host

IPSI ‘Line’ LEDs
system.

Flashes each time a block of data is being read from the Integrated

IPSIIPA" LEDs Protection relay.

DNET-IP2 Tx LED | Flashes every time a command is received from the Master Host system.

Flashes whenever the DNET-IP2 Protocol Converter responds to a

DNET-IP2 RXLED | \1aster Host command.
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7 TRANSLATION TABLES

NOTE Typically “????” indicates that the reading is unknown as the relay is

f not yet configured. This is not cause for concern and does not require
S any action by the operator.

7.1 IPD 11kV Translation Table

Modbus IP IPD 11kV Translation Table Modbus IP IPD 11kV Translation Table
Word Byte Description Word Byte Description

N/A 0 IESI Address Pilot Series Resistance
Bits 0..3 = IPSI Address (Range 1-15) 4 4 (PILOT_FWD)
IPSI Address Range 0-200%

1 N/A B@ts 0..3=1PSI Address (Range 1-15) Pilot Leakage Resistance

Bit 8 = IPSI Online 5 5 (PILOT_REV)
Bit 9 = IPD Online Range 0-120%
Digital Inputs (DIG_INPUTS) Cable Fault Lockout Leakage
Bit 0 = Reserved 6 6 (CFLR_LEAK)
Bit 1 = IPSI to IPD Comms OK Range 0-150%
Bit 2 = Fan Interlock Read A Phase Current

N/A 1 Bit 3 = IPD Stop digital Input 7 7,8 | (CUR_A_BCD_HIGH)
Bit 4 = IPD Reset Digital Input Range 0-999%
Bit 5 = IPD Lock Digital Input B Phase Current
Bit 6 = IPD MCI Digital Input 8 9,10 | (CUR_B_BCD_HIGH)
Bit 7 = IPD Start Digital Input Range 0-999%
Opto Status (OPTOSTAT) C Phase Current

9 11,12 | (CUR_C_BCD_HIGH)

Bit O = Earth Leakage Trip R 0:999%
ange O- 0

Bit 1 = Earth Continuity Trip

Bit 2 = E/F Lockout Trip Over Current Trip
N/A 2 | Bit 3 = Over Current Trip 10 13 | (OC TRIP_HIGH)

Bit 4 = Short Circuit Trip Range 0-120%
Bit 5 = Main Contactor Fail 11 14 | Current Balance (CURRENT_BAL)
Bit 6 = Insulation Fail Range 0-100%
Bit 7 = Running 12 15 A Phase Volts (VOLTS_A)
Opto Status/Digital Inputs Range 0-120%
(OPTOSTAT+DIG_INPUTS) 13 16 | B Phase Volts (VOLTS_B)
Bit 0 = Earth leakage Trip Range 0-120%
Bit 1 = Earth Continuity Trip 14 17 | € PhaseVolts (VOLTS_C)
Bit 2 = Earth Fault Lockout Range 0-120%
Bit 3 = Overload Trip Status (TRIP_STAT?2)
Bit 4 = Short circuit Bit 0 = IPD Memory Error
Bit 5 = MCF Bit Bit 1 = RTU Memory Error

> N/A Bit 6 = Insulation Fail B?t 2 = Trip - RTU Offline
Bit 7 = Outlet Run 15 18 Bit 3 = Stopped - RTU PTC
Bit 8 = Reserved Bit 4 = Stopped - RTU
Bit 9 = IPSI to IPD Comms OK Bit 5 = | Balance Trip
Bit 10 = Fan Interlock Read Bit 6 = Locked Out - Fan
Bit 11 = IPD Stop digital Input Bit 7 = Stopped IPD
Bit 12 = IPD Reset Digital Input 16 19 | Reserved
Bit 13 = IPD Lock Digital Input IPD Software Version
Bit 14 = IPD MCI Digital Input (IPD_SW_VER)
Bit 15 = IPD Start Digital Input 17 20 | 30=1PD1V01 2008

3 3 Earth Leakage Current (EL_CUR) ii’ z :EB ﬁtx 8; 3883

Range 0-110%
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Modbus IP IPD 11kV Translation Table Modbus IP IPD 11kV Translation Table
Word Byte Description Word Byte Description
Current Range Setting Cool Multiplier Setting
(CUR_RANGE PARAM) (COOL_MUL_PARAM)
OC I Range A Cool Mult
1=60 1=02
2=64 2=03
3=68 3=04
4=72 29 o5 4=05
5=76 5=0.38
18 21 6 =80 6=1.0
7=84 7=20
8=88 8=5.0
9=92 9=10
10=96 10=20
11 =100 11 =50
12=104
13 =108 Current Balance Setting
14 =112 (CUR_BAL_PARAM)
15=116 Cur Bal Trip%
1=5
Current Multiplier Setting 23 26 | 2=10
(CUR_MUL_PARAM) 3=20
OC | Mult 4=50
1=1/8 5 = Off
19 22 g - 1721 Short Circuit Setting
4=1 (SHORT_CCT_PARAM)
5=2 SC | Trip Mult
6=4 1=3.0
2=35
Over Current Curve Setting 3=4.0
(OC_CURVE_PARM) 4=45
Curve Type 5=50
20 23 1=Vinv 6=55
2 =m-OL 24 27 7=6.0
8=6.5
9=7.0
Over Current Time Multiplier 10=75
(TIME_MULT_PARM) 11=8.0
OC Time Multiplier 12=85
1=0.05 13=9.0
2=0.075 14=95
3=01 15=10.0
4=0.15
5=0.2
6=0.3
7=04 o :
21 24 8=05 Short Circuit Trip Time Setting
9=06 (SC_TRP_TM_PARAM)
10=07 SC Trip Time —mS
11=0.38 L B 20
12=10 25 28 | 2740
13=0.04 3 ~ 60
14=0.03 4 B 80
15=0.02 5=100
16 = 0.015 621
17 =0.01
18 = 0.005
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Modbus IP IPD 11kV Translation Table Modbus IP IPD 11kV Translation Table
Word Byte Description Word Byte Description
Insulation Test Trip Setting
(MEG_LEVEL)
Short Circuit Output Relay Ilni.lgstT -MQ
Selection
2=20
(SC_OUT_PARAM) -
26 29 | sC Relay) 32 3 | 3725
1=CBR 4=30
2= MCR 2= 35
6 =50
7=80
8 =100
9 = None
Earth Leakage Sensitivity Setting
(EL_SENS) Earth Continuity Trip Level (was
EL Sens —mA RL3)
1 <500 (ECLEVEL_ADJ)
2 < 750 EC Resistance - Q
27 30 3 <1000 33 36 ; : ig
4 <1250 -
5 < 1500 3=20
6 < 1750 4=25
7 < 2000 5=30
8 < 2250 6=45
9 < 2500
Earth Leakage Trip time Setting Machine Type Setting
(EL_TIME) (MACHINE_TYPE)
EL Time - ms 1 = Belt - Conveyor Belt
1=ins 2 = SHRr — Shearer
2=100 3 = S-Ld - Stage Loader
8=150 4 = Hpmp - Hydraulic Pump
28 31 | 47190 5 = Wpmp - Water Pump
0 =230 6 = cMnr - Continuous Miner
6=270 7 = SCar - Shuttle Car
7=310 8 = Bk/F - Breaker Feeder
8=350 9 = Crsh — Crusher
9=390 10 = Fan
10 =430 11=DCB
11=470 : 34 37 | 12=Blank
P!Iot Mode Selection (PILOT MODE) 13 = iFan - Interlocking Fan
29 3p | Pilot Type 14 = AFCm - AFC Main Gate
1=RTU 15 = AFCt - AFC Tail Gate
2 = Diode 16 = M-BE -Moveable Boot End
. 17 = Bolt — Bolter
CE:ISI[\AO?fllE(\:/“OH (VOLTS_SELECT) 18 = HRMr - Hard Rock Miner
30 33 1=YES 19 = Winc — Winch
2 = None 20 = J-bo - Jumbo
21 = bBelt - Belly Belt
22 = Stak - Stacker
Back EMF Timer Selection 23 = aCar Add-Car
(B_EMF_TIME) 24 = 1GG - Inert Gas
B emf Time — sec 25 = tBlt - Transfer Belt
31 34 1=2 26 = Dplg - Dummy Plug
2=5
3=10 Machine Number Setting
4=15 35 38 | (MACHINE_NUM)
5=20 1 — 40 Sets the RTU MC Number
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Modbus IP IPD 11kV Translation Table Modbus IP IPD 11kV Translation Table
Word Byte Description Word Byte Description
Under Voltage Trip Setting
(UV_TRIP_PARAM) Remote Start Setting
UV Trip % 48 51 (REMOTE_CONTROL)
e
36 39 |2=30
3=40
4=50 IPD Status (IPD_STAT_BYTE)
5 =60 Bit 0 = Need IPD start
6=70 Bit 1 = Need RTU Start
7=80 Bit 2 = Outlet Paused
Pilot Latch Setting (PILOT_LATCH) 49 52 Bit 3 = Closing Main Contactor
37 40 | 1=0n Bit 4 = EFLO Testing
2 = Off _ Bit 5 = Insulation Testing
Fan Current Level Setting Bit 6 = Manual Insulation Testing
(FAN_LEVEL) Bit 7 = Spare
Fan | Level %
1=32 Earth Continuity Time Delay
2=40 Setting
3=48 (ECTIME_ADJ)
38 4l 4 =56 EC Time - ms
5=64 1=80
6=72 50 53 2=120
7 =280 3=160
8 =288 4 =200
9 =96 5=300
RTU RTD1 Temperature 6 =400
39 42 0 to 200 °C, 255 = Offline 7 =500
Insulation Test Result
40 43 RTU RTD 2 Temperature (MEG_RESULT)
0 to 200 °C, 255 = Offline Range = 10 to 200 Meg Ohms
41 44 RTU RTD 3 Temperature 51 54 Result is minimum measured for all
010200 . 255 = Offine 0= Fault ondifon. g HV Test
42 45 SI;J;)-(I)-?; ;g;nfg;:il:lge Module not wprking.
! 255 = Insulation Test has not been
43 46 | Reserved performed
44 47 Reserved CT Check Signal Level
RTU Digital Inputs (RTU_DIG_IN) 52 55 (EL_CT_SIG)
Bit 0 = RTU Start (1=Start) Range = 0-160%
45 48 Bit 1 = RTU Stop (1=Stop, 0=Allow
start) IPD Alarm Status
Bit 2 = RTU PTC (IPD_ALARM_BYTE)
Bit 3 = PLC Data OK Bit 0 = Tripped-No Volts
Relay Status (RELAT_STAT) Bit 1 = MC Close Fail
Bit 0 = RELAY 4 (closed if bit set) Bit 2 = External MC Open
Bit 1 = CBR RELAY (closed if bit set) 53 56 Bit 3 = Insulation Alarm
Bit 2 = MCR RELAY (closed if bit set) Bit 4 = CT Trip
46 49 Bit 3 = Reserved B?t 5 = Spare
Bit 4 = Reserved Bit 6 = Spare
Bit 5 = Fan Interlock Drive (on if bit is Bit 7 = Reserved: Do not use
set) 54 57 | Reserved
Bit 6 = Reserved 55 58 | Reserved
Bit 7 = Reserved 56 59 | Reserved
RTU Software Version
47 50 (RTU_SW_VER) :g ch) Ez:x:g
6 = RTUD1 V06
59 62 Reserved
60 63 Checksum (Low order byte of sum
of all IP bytes
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7.2 IPD Translation Table

Modbus IP IPD Translation Table Modbus IP IPD Translation Table
Word Byte Description Word Byte Description
IPSI Address B Phase Current
N/A 0 Bits 0..3 = IPSI Address (Range 1- 8 9,10 | (CUR_B_BCD_HIGH)
15) Range 0-999%
IPSI Address C Phase Current
Bits 0..3 = IPSI Address (Range 1- 9 11,12 | (CUR_C_BCD_HIGH)
1 N/A | 15) _ Range 0-999%
Bit 8 = IPSI Online Over Current Trip (OC
Bit 9 = IPD Online 10 13 TRIP_HIGH)
Dlglta| Inputs (D|G_|NPUTS) Rang_e 0-120%
Bit0 = Reserved Current Balance
B!t 1 = IPSI to IPD Comms OK 11 14 (CURRENT_BAL)
Bit 2 = Fan Interlock Read Range 0-100%
N/A 1 Bit 3 = IPD Stop digital Input
Bit 4 = IPD Reset Digital Input 12 15 | A PhaseVolts (VOLTS_A)
Bit 5 = IPD Lock Digital Input Range 0-120%
Bit 6 = IPD MCI Digital Input 13 16 | B PhaseVolts (VOLTS_B)
Bit 7 = IPD Start Digital Input Range 0-120%
Opto Status (OPTOSTAT) C Phase Volts (VOLTS_C)
Bit 0 = Earth Leakage Trip 14 17 Range 0-120%
Bit 1 = Earth Continuity Trip
Bit 2 = E/F Lockout Trip :
N/A 2 Bit 3 = Over Current Trip ;rtl% it?;lssl\g:gﬁ;ﬁ)-:z)
Bit 4 = Short Circuit Trip .
Bit 5 = Main Contactor Fail Bit 1 = RTU Memory Error
Bit 6 = Insulation Fail Bit 2 = Trip - RTU Offline
Bit 7 = Running 15 18 Bit 3 = Stopped - RTU PTC
Bit 4 = Stopped - RTU
Opto Status/Digital Inputs Bit 5 = | Balance Trip
(OPTOSTAT+DIG_INPUTS) Bit 6 = Locked Out - Fan
Bit O = Earth leakage Trip Bit 7 = Stopped IPD
Bit 1 = Earth Continuity Trip
Bit 2 = Earth Fault Lockout 16 19 | Reserved
Bit 3 = Overload IPD Software Version
B!t4 = Short C.II’CUIt (IPD_SW_VER)
BIt5=MCFBit 30 = IPD1 V01 2008
2 N/A | Bit6 = Insulation Fail 31 = IPD1 V02 2009
Bit 7= Outlet Run 7 201 32 = |PD1 V03 2013
Bit 8 = Reserved -
51t 9 = P51 10 1PD Comms OK 33 = IPDL V04 2014
Bit 10 = Fan Interlock Read
Bit 11 = IPD Stop digital Input .
Bit 12 = IPD Reset Digital Input Current Range Setting
Bit 13 = IPD Lock Digital Input (CUR_RANGE PARAM)
Bit 14 = IPD MCI Digital Input OCIRange A
Bit 15 = IPD Start Digital Input 0="77?
1=60
3 3 Earth Leakage Current (EL_CUR) 2=64
Range 0-100% 3=68
Pilot Series Resistance 4=72
4 4 | (PILOT_FWD) 5= 76
Range 0-200% 6 =80
Pilot Leakage Resistance 18 21
5 5 | (PILOT_REV) 7=84
Range 0-120% 8 =88
Cable Fault Lockout Leakage 9=92
6 6 | (CFLR_LEAK) 10=96
Range 0-100% 11 =100
12=104
A Phase Current 13=108
7 7,8 | (CUR_A_BCD_HIGH) 14 = 112
Range 0-999% 15 = 116
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Modbus IP IPD Translation Table Modbus IP IPD Translation Table
Word Byte Description Word Byte Description
Current Multiplier Setting Current Balance Setting
(CUR_MUL_PARAM) (CUR_BAL_PARAM)
OC | Mult Cur Bal Trip%
0="72?? 0="72??
1=1/8 23 26 1=5
19 22 2=1/4 2=10
3=1/2 3=20
4=1 4 =50
5=2 5 = Off
6=4
SC I Trip Mult
Over Current Curve Setting Short Circuit Setting
(OC_CURVE_PARM) E)SHEOR?T_CCT_PARAM)
Curve Type = o
20 23 | oL, P 1-30
1= Vinv 2=35
2=m-OL 3=40
4=45
Over Current Time Multiplier 5=5.0
(TIME_MULT_PARM) 24 27 6=55
OC Time Multiplier 7=6.0
0="72?? 8=6.5
1=0.05 9=7.0
2=0.075 10=75
3=01 11=8.0
4=0.15 12=85
5=0.2 13=9.0
6=0.3 14=95
7=04 15=10.0
21 24 | o os
9=0.6
10=0.7
11=08 Short Circuit Trip Time Setting
12=1.0 (SC_TRP_TM_PARAM)
13=0.04 SC Trip Time - ms
14=0.03 0= 277
s
e 2=40
17=0.01 25 28 1 3_60
18 = 0.005 4=80
Cool Multiplier Setting Z; 1(2)8
(COOL_MUL_PARAM) 7 = 160
Cool Mult
0="72??
1=0.2
2=0.3
3=04 Short Circuit Output Relay
22 25 4=05 Selection
5=0.8 (SC_OUT_PARAM)
6=1.0 26 29 SC Relay)
7=20 0=72??
8=50 1=CBR
9=10 2 =MCR
10=20
11 =50
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Modbus IP IPD Translation Table Modbus IP IPD Translation Table
Word Byte Description Word Byte Description
Insulation Test Trip Setting
Earth Leakage Sensitivity (MEG_LEVEL)
Setting Ins. TstT - MQ
(EL_SENS) 0 =277
EL Sens — mA 1=01
0="?7?? 2-02
1<100 32 35 [3=05
27 30 |2<130 4=1.0
3<200 5=20
4 <250 6=50
5<300 7=-10
6 <350 8=15
7<400 9 = None
8<450 Relay 3 Function Setting
9 <500 (RELAY_3_FUNC)
Earth Leakage Trip time Setting Relay 3 Status
(EL_TIME) 0= 297
EL Time —ms 33 36 | oFF
0=22? 2=FID
1=ins 3=FIR
2=100
3=150
28 31 4 =190 Machine Type Setting
5=230 (MACHINE_TYPE)
6 =270 0=77??
7=310 1 = Belt - Conveyor Belt
8 =350 2 = SHRr — Shearer
9=390 3 = S-Ld - Stage Loader
10 =430 4 = Hpmp - Hydraulic Pump
11 =470 5 =Wpmp - Water Pump
Pilot Mode Selection 6 = cMnr - Continuous Miner
(PILOT MODE) 7 = SCar - Shuttle Car
29 32 Pilot Type 8 = Bk/F - Breaker Feeder
0="2?? 9 = Crsh — Crusher
1=RTU 10 = Fan
2 = Diode 11 =DCB
CCM Selection 34 37 12 = Blank
(VOLTS_SELECT) 13 = iFan - Interlocking Fan
(EFLO: CCM Volts 14 = AFCm - AFC Main Gate
0=172?7? 15 = AFCt - AFC Tail Gate
1 = D415 16 = M-BE -Moveable Boot End
2 = D1k 17 = Bolt — Bolter
30 33 3 = D3k3 18 = HRMr - Hard Rock Miner
4 = A415 19 = Winc — Winch
5= A1k 20 = J-bo - Jumbo
6 = A3k3 21 = bBelt - Belly Belt
7 = A110 22 = Stak - Stacker
8 = None 23 = aCar Add-Car
24 = 1GG - Inert Gas
Back EMF Timer Selection 25 = tBIt - Transfer Belt
(B_EMF_TIME) 26 = Dplg - Dummy Plug
B emf Time — Sec
=277
31 34 (1)=2 Machine Number Setting
5=5 35 38 (()M:A’S)I:INE_NUM)
3=10 1 — 40 Sets the RTU MC Number
4=15
5=20
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Modbus IP IPD Translation Table Modbus IP IPD Translation Table
Word Byte Description Word Byte Description
Under Voltage Trip Setting
(UV_TRIP_PARAM) Relay Status (RELAT_STAT)
U Trip % Bit 0 = RELAY 4 (closed if bit set)
0="??2? Bit 1 = CBR RELAY (closed if bit
1=20 set) .
2-130 Bit 2 = MCR RELAY (closed if bit
36 39 3=40 sgt) s
46 49 Bit 3 = RL3 RELAY (closed if bit
4 =50 set)
5=60 Bit 4 = Reserved
6=70 Bit 5 = Fan Interlock Drive (on if bit
7=80 is set)
Bit 6 = Reserved
Bit 7 = Reserved
Pilot Latch Setting RTU Software Version
37 40 | (PILOT_LATCH) (RTU_SW_VER)
1=0n 47 50 6 = RTUD1 V06
2 = Off 7 = RTUD3 V07
8 = RTUD3 V08
9 = RTUD3 V09
Fan Current Level Setting
(FAN_LEVEL) Remote Start Setting
Fan I Level % (REMOTE_CONTROL)
1=32 48 51 Jo=7272
2=40 1=No
38 4 |3748 2= Yes
4 =56 IPD Status (IPD_STAT_BYTE)
5=64 Bit 0 = Need IPD start
6=72 Bit 1 = Need RTU Start
7 =80 Bit 2 = Outlet Paused
8 =288 49 52 Bit 3 = Closing Main Contactor
9=96 Bit 4 = EFLO Testing
Bit 5 = Insulation Testing
Bit 6 = Manual Insulation Testing
39 42 RTU RTI?l Temperatt_Jre Bit 7 = Spare
0 t0 200 °C, 255 = Offline Earth Continuity Time Delay
Setting
20 43 RTU RTD 2 Temperat_ure I(EE(S'lTiInI\fE_-?nDSJ)
0 to 200 °C, 255 = Offline
1=80
50 53 2=120
a1 a4 RTU RTD 3 Temperature 3 =160
0 to 200 °C, 255 = Offline 4 =200
5 =300
6 = 400
42 45 RTU RT[? 4 Temperat_ure 7 =500
010 200 °C, 255 = Offline Insulation Test Result
(MEG_RESULT)
43 46 | Reserved Range = 0-250 for 0 to 25 Meg
44 47 Reserved Ohms
RTU Digital Inputs (RTU_DIG_IN) st >4 Result is minimum measured for all
Bit 0 = RTU Start (1=Start) three phases A, Band C
Bit 1 = RTU Stop (1=Stop, 0=Allow 255 = Insulation Test has not been
45 48 | start) performed
Bit 2 = RTU PTC CT Check Signal Level
Bit 3 = PLC Data OK 52 55 | (EL_CT_SIG)
Range = 0-160%
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Modbus
Word

IP
Byte

IPD Translation Table
Description

53

56

IPD Alarm Status
(IPD_ALARM_BYTE)

Bit 0 = Tripped-No Volts

Bit 1 = MC Close Fail

Bit 2 = External MC Open
Bit 3 = Insulation Alarm

Bit 4 = CT Trip

Bit 5 = Spare

Bit 6 = Spare

Bit 7 = Reserved: Do not use

54

57

Reserved

55

58

Reserved

56

59

Reserved

57

60

Reserved

58

61

Reserved

59

62

Transient Inrush Parameter
(TRANS_PARAM)

0=7???

1 = Disabled

2 =40ms

3 =60ms

4 =80ms

5=100ms

6 =120ms

60

63

Checksum (Low order byte of
sum of all IP bytes
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7.3 IPC Translation Table

Modbus IP IPC Translation Table Modbus IP IPC Translation Table
Word Byte Description Word Byte Description
IPSI Address
1 0 Bits 0..3 = IPSI Address (Range 1- C Phase Current
15) 9 11,12 | (CUR_C_BCD_HIGH)
Digital Inputs (DIG_INPUTS) Range 0-999%
Bit 0 = Main Contactor fail Flag
Bit 1 = Reserved
Bit 2 = IPC Start Input Over Current Trip (OC
Bit 3 = Fan Interlock Read: 0 = Ok 10 13 TRIP_HIGH)
N/A 1 to run Range 0-120%
Bit 4 = IPC Lock Digital Input: 0 =
Input closed
Bit 5 = IPC Reset Digital Input: 0 = Current Balance
Input closed 11 14 (CURRENT_BAL)
Bit 6 = MCI Digital Input: 0 = Input Range 0-100%
closed
Opto Status (OPTOSTAT)
Bit 0 = Earth Leakage Trip 12 15 | APhaseVolts (VOLTS_A)
Bit 1 = Earth Continuity Trip Range 0-120%
Bit 2 = E/F Lockout Trip
N/A 2 | Bit3=0Over Current Trip B Phase Volts (VOLTS_B)
Bit 4 = Short Circuit Trip 13 16 Range 0-120%
Bit 5 = Main Conttactor Fail
Bit 6 = Insulation Fail
Bit 7 = Running ----Amps 14 17 C Phase Volts (VOLTS_C)
Opto Status/Digital Inputs Range 0-120%
(OPTOSTAT+DIG_INPUTS)
Bit O = Earth leakage Trip
Bit 1 = Earth Continuity Trip Trip Status (TRIP_STAT2)
Bit 2 = Earth Fault Lockout Bit 0 = IPC Memory Error
Bit 3 = Overload Bit 1 = RTU Memory Error
g::g = fﬂ*g’;‘é’i'tm“'t Bit 2 = Trip - RTU Offline
5 /A | Bit 6 =Insulation Fail 15 18 E't 3 : Stopped RTUPTC
Bit 7 = Outlet Run it4 = Stopped - RTU
Bit 8 = IP2 to IPSI Comms OK Bit 5 = | Balance Trip
Bit 9 = IPSI to IPC Comms OK Bit 6 = Locked Out - Fan
Bit 10 = Fan Interlock Read Bit 7 = Stopped IPC
Bit 11 = IPC Stop digital Input
Bit 12 = IPC Reset Digital Input 16 19 Reserved
Bit 13 = IPC Lock Digital Input
Bit 14 = IPC MCI Digital Input IPC Software Version
Bit 15 = IPC Start Digital Input (IPC_SW_VER)
Earth Leakage Current 1=1PB3 V0.1 1994
3 3 | (EL_CUR) 2=IPB3 V0.2 1995
Range 0-100% 3 =IPB4 V0.2 1994, IPB 4 V0.1
Pilot Series Resistance 1995
4 4 (PILOT_FWD) 5=1PB5 V 02 1997, IPB4 X 02
Range 0-200% 1996
Pilot Leakage Resistance 6 = IPB5 V 03 1997
5 5 | (PILOT_REV) 17 20| 7=1PB5V 04 1997
Range 0-120% 8 =1PB6 V 01 1998
Cable Fault Lockout Leakage 9 = IPB6 V 01a 1998
6 6 (CFLR_LEAK) 10-19 = Reserved
Ea;ﬁ:s%'lcouor‘)r/‘ém 20 =IPC1V 01 2001
7 7.8 | (CUR_A_BCD_HIGH) 21=IPC1 V02 2002
’ - = — 22 =1PC1V 03 2004
Range 0-999% 23 = IPC1 V 04 2006
B Phase Current 24 = |PC1 V 05 2009
8 9,10 | (CUR_B_BCD_HIGH)
Range 0-999%
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Modbus IP IPC Translation Table Modbus IP IPC Translation Table
Word Byte Description Word Byte Description
Current Range Setting
(CUR_RANGE PARAM) Cool Multiplier Setting
OC | Range A (COOL_MUL_PARAM)
1=60 Cool Mult
2=64 1=0.2
3=68 2=0.3
4=72 3=04
5=76 4=05
o g 22 25 5-08
18 21 7=84 6=1.0
8=88 7=20
9=92 8=5.0
10 =96 9=10
11=100 10=20
12 =104 11=50
13=108 Current Balance Setting
1;" _ ﬁé (CUR_BAL_PARAM)
— - Cur Bal Trip%
Current Multiplier Setting 1-5
(CUR_MUL_PARAM)
OC | Mult 23 26 2=10
1=1/8 3=20
2=1/4 4=50
19 22 3=1/2
5 = Off
4=1 Short Circuit
5=2 Setting(SHORT_CCT_PARAM)
6=4 SC | Trip Mult
1=3.0
Over Current Curve Setting 2=35
(OC_CURVE_PARM) 3=4.0
20 23 Curve Type 4=45
1=Vinv 2 = 2(5)
2=m-OL =5.
24 27 7-6.0
8=6.5
Over Current Time Multiplier 9=7.0
(TIME_MULT_PARM) 10=75
OC Time Multiplier 11=80
1=0.05 12=85
2=0.075 13290
3=01 14=95
4=015 15=10.0
5=0.2 Short Circuit Trip Time Setting
6=03 (SC_TRP_TM_PARAM)
7=04 SC Trip Time —ms
21 24 8=05 1=20
9=0.6 2=40
10=0.7 25 28 3=60
11=0.9 4 =80
12=1.0 5=100
13=0.04 6 =20
14 =0.03 7 =160
15=0.02 Short Circuit Output Relay
16 =0.015 Selection
17=0.01 (SC_OUT_PARAM)
18 = 0.005 26 29 SC Relay)
1=CBR
2=MCR
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Modbus IP IPC Translation Table Modbus IP IPC Translation Table
Word Byte Description Word Byte Description
Insulation Test Trip Setting
Earth Leakage Sensitivity Setting (MEG_LEVEL)
(EL_SENS) Ins. TstT - MQ
EL Sens - mA 1=0.1
1=100 2=0.2
2=150 3=05
. 5 | 3200 32 35 1 4=10
4 =250 5=20
5=300 6=5.0
6 =350 7 =10
7 =400 8=15
8 =450 9 = None
9 =500 Relay 3 Function Setting
(RELAY_3_FUNC)
33 36 Relay 3 Status
Earth Leakage Trip time Setting 1=OFF
EL_TIME
(EL '_I'ime—)ms 2:FI.D -
1=ins Machine Type Setting
- (MACHINE_TYPE)
2 B 150 1 = Belt - Conveyor Belt
3 B 190 2 = SHRr — Shearer
28 31 4 B 230 3 =S-Ld - Stage Loader
> B 210 4 = Hpmp - Hydraulic Pump
6 B 310 5 = Wpmp - Water Pump
’ B 350 6 = cMnr - Continuous Miner
8 B 390 7 = Scar - Shuttle Car
20_242(7)0 8 = Bk/F - Breaker Feeder
9 = CRsh — Crusher
10 = Fan
Pilot Mode Selection 11=DCB
(PILOT MODE) 12 = Blank
29 32 Pilot Type 34 37 13 =iFan - Interlocking Fan
1=RTU 14 = AFCm - AFC Main Gate
2 = Diode 15 = AFCt - AFC Tail Gate
16 = M-BE -Moveable Boot End
. 17 = Bolt — Bolter
E\:/%“ﬁfgl_?éll?é‘CT) 18 = HRMr - H‘_alrd Rock Miner
(EFLO: CCM Volts 19°=Winc — Winch
1=c415 20 = J-bo - Jumbo
2 = C1k 21 =DbBelt - Belly Belt
30 33 3=C3k3 22 = Stak - Stacker
4= A415 23 = aCar Add-Car
5= Alk 24 =1GG - Inert Gas
6 = A3k3 25 = tBIt - Transfer Belt
7= A110 26 = I?plg - Dummy PIu_g
8 = None Machine Number Setting
35 38 (MACHINE_NUM)
1 — 40 Sets the RTU MC Number
Back EMF Timer Selection Under Voltage Trip Setting
(B_EMF_TIME) (UV_TRIP_PARAM)
B emf Time — sec UN;()”D%
— 1=
31 34 ; _ : 2=30
3-10 36 39 3=40
4=15 4=50
5=20 5=60
6=70
7=80
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Modbus IP IPC Translation Table Modbus IP IPC Translation Table
Word Byte Description Word Byte Description
Pilot Latch Setting IPC Status (IPC_STAT_BYTE)
37 40 | (PILOT_LATCH) Bit 0 = Need IPC start
1=0n Bit 1 = Need RTU Start
2 = Off . Bit 2 = Outlet Paused
FI?XNCULrIQ\e/rIIEtLLevel Setting 49 52 Bit 3 = Closing Main Contactor
( — ) Bit 4 = EFLO Testing
Fan | Level % . . .
N Bit 5 = Insulation Testing
1=32 . . .
Bit 6 = Manual Insulation Testing
2=40 .
3= 48 Bit 7 = Spare
38 a1 : Earth Continuity Time Delay
4 =56 Setting
5=64 (ECTIME_ADJ)
6=72 EC Time - ms
7=80 1=80
8=88 2=120
9=96 50 53 3=160
39 42 RTU RTD1 Temperature 4 =200
0 to 200 °C, 255 = Offline 5 =300
RTU RTD 2 Temperature 6 =400
40 43 .
0 to 200 °C, 255 = Offline 7 =500
a1 a4 RTU RTD 3 Temperature i
0 to 200 °C. 255 = Offline Insulation Test Result
. (MEG_RESULT)
42 45 | RTURTD4Temperature Range = 0-250 for 0 to 25 Meg
0 to 200 °C, 255 = Offline Ohms
43 46 | RTUCIU DataByte 0 °1 >4 | Result is minimum measured for all
Range = 0-255, 255 = Offline three phases A, B and C
a4 47 RTU CIU Data Byte 1 255 = Insulation Test has not been
Range = 0-255, 255 = Offline performed
RTU Digital Inputs (RTU_DIG_IN) 52 55 | Reserved
Bit 0 = RTU Start (1=Start) IPC Alarm Status
45 48 Bit 1 = RTU Stop (1=Stop, 0=Allow (II_DC_ALARM_BYTE)
start) Bit 0 = Tripped-No Volts
Bit2 = RTU PTC Bit 1 = MC Close Fail
Bit 3 = PLC Data OK Bit 2 = External MC Open
53 56 Lo .
Relay Status (RELAT_STAT) Bit 3 = Insulation Alarm
Bit 0 = RELAY 4 (closed if bit set) Bit 4 = Spare
Bit 1 = CBR RELAY (closed if bit Bit 5 = Spare
set) Bit 6 = Spare
Bit 2 = MCR RELAY (closed if bit Bit 7 = Reserved: Do not use
sef) | - 54 £, | RTUCIU Data Byte 2
46 49 ngt)3 = RL3 RELAY (closed if bit Range = 0-255, 255 = Offline
Bit 4 = Reserved 55 58 gTU clu Dzata E;yte_s -
Bit 5 = Fan Interlock Drive (on if bit ange = 0-255, 255 = Offline
is set) 56 59 RTU CIU Data Byte 4
Bit 6 = Reserved Range = 0-255, 255 = Offline
Bit 7 = Reserved 57 60 RTU CIU Data Byte 5
RTU Software Version Range = 0-255, 255 = Offline
(RTU_SW_VER) RTU CIU Data Byte 6
58 61 .
47 50 1=RTU4V4.1 Range = 0-255, 255 = Offline
2 = Reserved 59 62 RTU CIU Data Byte 7
3 =RTU4V4.2, RTU5VO01 Range = 0-255, 255 = Offline
4 = RTU5V02 60 63 Checksum (Low order byte of
Remote Start Setting sum of all IP bytes
(REMOTE_CONTROL)
48 51
1=No
2=Yes
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7.4 HPB 22kV Translation Table (Standard and Low EL Version)

Modbus IP HPB 22kV Translation Table Modbus P HPB 22kV Translation Table
Word Byte Description Word Byte Description

IPSI Address Pilot Series Resistance

N/A 0 Bits 0..3 = IPSI Address (Range 1- 4 4 (PILOT_FWD)
15) Range 0-150Q
IPSI Address
Bits 0..3 = IPSI Address (Range 1- S S Reserved

1 N/A 15)

Bit 8 = IPSI Online 6 6 Reserved
Bit 9 = HPB Online
Digital Inputs (DIG_INPUTS) A Phase Current
Bit 0 = 1 Indicates HPB Relay 7 7,8 | (CUR_A_BCD_HIGH)
Bit 1 = Communications to HPB: 0 Range 0-999%
= Error B Phase Current
Bit 2 = Undefined 8 9,10 | (CUR_B_BCD_HIGH)
Bit 3 = HPB Stop Digital Input: 1 = Range 0-999%
Input closed C Phase Current

N/A 1 Bit 4 = HPB Reset Digital Input: 1 = 9 11,12 | (CUR_C_BCD_HIGH)
Input closed Range 0-999%
Bit 5 = HPB Lock Digital Input: 1 = Over Current Trip (OC
Input closed 10 13 TRIP_HIGH)
Bit 6 = MCI Digital Input: 1 = Input Range 0-120%
closed o Current Balance
Bit 7 = HPB Start Digital Input: 1 = 11 14 (CURRENT_BAL)
Input closed Range 0-100%
Opto Status (OPTOSTAT) A Phase Volts (VOLTS_A)
Bit 0 = Earth Leakage Trip 12 15 Range 0-140%
B!t 1 = Earth Contlnwt_y Trip B Phase Volts (VOLTS_B)
Bit 2 = E/F Lockout Trip 13 16 Range 0-140%

N/A 2| Bit3=0Over Current Trip C Phase Volts (VOLTS_C)
Bit 4 = Short Circuit Trip 14 17 Range 0-140%
Bit 5 = Main Contactor Fail
Bit 6 = Unused Trip Status (TRIP_STAT)
Bit 7 = Running 15 18 Bit 0 = HPB Memory: 1 = Error
Opto Status/Digital Inputs Bit 1 = RTU Memory: 1 = Error
(OPTOSTAT+DIG_INPUTS)
Bit 0 = Earth Leakage Trip 16 19 Reserved
Bit 1 = Earth Continuity Trip 17 20 Reserved
Bit 2 = E/F Lockout Trip
Bit 3 = Over Current Trip Current Range Setting
Bit 4 = Short Circuit Trip (CUR_RANGE PARAM)
Bit 5 = Main Contactor Fail OC I Range A
Bit 6 = Unused 0=12???
Bit 7 = Running 1=60
Bit 8 = 1 Indicates HPB Relay 2=64

2 N/A | Bit 9 = Communications to HPB: 0 3=68

= Error 4=72
Bit 10 = Undefined 5=76
Bit 11 = HPB Stop Digital Input: 1 = 18 21 6 =80
Input closed 7=84
Bit 12 = HPB Reset Digital Input: 1 8 =88
= Input closed
Bit 13 = HPB Lock Digital Input: 1 = 9=92
Input closed 10=96
Bit 14 = MCI Digital Input: 1 = Input 11 =100
closed 12 =104
Bit 15 = HPB Start Digital Input: 1 = 13 =108
Input closed 14 =112
Earth Leakage Current (EL_CUR) 15 =116

Range 0-110%
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Modbus IP HPB 22kV Translation Table Modbus IP HPB 22kV Translation Table
Word Byte Description Word Byte Description
Current Multiplier Setting Short Circuit Setting
(CUR_MUL_PARAM) (SHORT_CCT_PARAM)
OC | Mult SC I Trip Mult
0=7?7?? 0=7?7??
1=1/4 1=30
19 22 2=1/2 2-35
3=1 3=40
4=2 4=45
5=4 5=5.0
6=8 24 27 6=55
7=6.0
8=6.5
9=7.0
. 10=75
Over Current Curve Setting 11=80
(OC_CURVE_PARM) e
Curve Type 12=85
20 23 0= 277 13=9.0
1=Vi 14=95
- vinv 15=10
2 =xinv
Over Current Time Multiplier (S;gr;ggc#_ll\tﬂTSKF&th? Setting
(TIME_MULT_PARM) - o
SC Trip Time - ms
0="7??
0=7??
1=0.05 1=40
2=0.075 25 28 -
2=60
3=0.1
3=80
4=0.15
5=0.2 4 =100
21 24 6 B 0'3 5=120
e 6 =160
7=04
8=05
9=0.6
10=0.7
11=0.8 Short Circuit Output Relay
12=0.9 Selection
13=1.0 (SC_OUT_PARAM)
SC Relay)
26 29 0=7???
1=CBR
22 25 Reserved 2 = MCR
Current Balance Setting
(CUR_BAL_PARAM)
Cur Bal Trip%
0=7?7??
23 26 1=5
2=10
3=20
4=50
5 = Off
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Modbus IP HPB 22kV Translation Table Modbus IP HPB 22kV Translation Table
Word Byte Description Word Byte Description
Earth Leakage Sensitivity Setting Back EMF Timer Selection
(EL_SENS) (B_EMF_TIME)
EL Sens —mA B emf Time — sec
0="7?? 0="7??
1 <500 1=2
2 <7500 2=5
3 <1000 31 34 3=10
4 <1250 4=15
5 <1500 5=20
6 <1750 6=25
7 <2000 7=30
8 <2250 8=35
9 <2500 9=40
27 30
Earth Leakage Sensitivity Setting 32 35 Reserved
— LOW EL VERSION
(EL_SENS) Earth Leakage Level
EL Sens —mA 0 = Hardware Fault
0=17?7?? 1 = Insulation reading < 10MQ
1<200 2-9 = Invalid
g z 288 33 36 1;8; Insulation reading in MQ
4<500 121 - alid
5 <600 253 =
6 <700 254 = Insulation reading >120 MQ
7<800 255 = Invalid
8 <900 Machine Type Setting
9 < 1000 __ : (MACHINE_TYPE)
Earth Leakage Trip time Setting 0 =279
(EL—.TIME) 1 =DrgL - Dragline
5"_1‘2‘3 —-ms 2 = Shvl - Shovel
T 34 37 | 3= Dril - Dril
1=ins 4 = pSTx — Portable Starting
g = 138 Transformer
= 5 = Wpmp - Water Pump
2 3t la=230 6 = Blank
5=270
6 =310 Machine Number Setting
7 =350 (MACHINE_NUM)
8 =390 35 38 0=2??
9 =430 1 — 40 Sets the RTU MC Number
10 =470 - -
Pilot Mode Selection Under Voltage Trip Setting
(PILOT MODE) (UV_TRIP_PARAM)
Pilot Type UV Trip %
29 32 0=127? ; = gl(())ne
1=HTU -
2 - Res 36 39 3=40
4=50
EFLO Select 5=60
(EFLO_SELECT) 6=70
EF - M Ohm 7=80
0=2??
30 33 1715 Pilot Latch Setting
2=20 (PILOT_LATCH)
3=30 37 40 | 0=127?
4 =50 1=0n
5=100 2 = Off
6 = Off
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Modbus IP HPB 22kV Translation Table
Word Byte Description
Earth Fault Lockout Time Setting
(EF_LOCKOUT_TIME)
EF Lockout Time Seconds
38 41 0=72??
1=10
2=15
3=20
4=25
39 42 Reserved
40 43 Reserved
41 44 Reserved
42 45 Reserved
43 46 Reserved
44 a7 Reserved
RTU Digital Inputs (RTU_DIG_IN)
45 48 Bit 0 = HTU Run
Bit 1 = HTU Online
Relay Status (RELAT_STAT)
Bit 0 = RELAY 4 (closed if bit set)
Bit 1 = CBR RELAY (closed if bit
set)
Bit 2 = MCR RELAY (closed if bit
set
46 49 Bit)3 = RL3 RELAY (closed if bit
set)
Bit 4 = Reserved
Bit 5 = Undefined
Bit 6 = Heart Beat LED Drive
Bit 7 = MCF Trip Flag
47 50 Reserved
48 51 Reserved
49 52 Reserved
EC Time
(ECTIME_ADJ)
0=7?7??
1 =300ms
2 =400ms
3 =500ms
50 53 4 = 600ms
5 =800ms
6=1s
7=1.2s
8=15s
9=2s
51 54 Reserved
52 55 Reserved
53 56 Reserved
54 57 Reserved
55 58 Reserved
56 59 Reserved
57 60 Reserved
58 61 Reserved
59 62 Reserved
60 63 Checksum (Low order byte of

sum of all IP bytes
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7.5 HPB Translation Table
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Modbus IP HPB Translation Table Modbus IP HPB Translation Table
Word Byte Description Word Byte Description
IPSI Address Pilot Series Resistance
N/A 0 Bits 0..3 = IPSI Address (Range 1- 4 4 (PILOT_FWD)
15) Range 0-150Q
IPSI Address
Bits 0..3 = IPSI Address (Range 1- S S Reserved
1 NIA éi5t)8 — IPSI Online 6 6 Phase A Leakage Level
Bit 9 = HPB Online Range 0-100 MQ
Digital Inputs (DIG_INPUTS) A Phase Current
Bit 0 = 1 Indicates HPB Relay 7 7,8 (CUR_A_BCD_HIGH)
Bit 1 = Communications to HPB: 0 = Range 0-999%
Error B Phase Current
Bit 2 = Undefined 8 9,10 | (CUR_B_BCD_HIGH)
Bit 3 = HPB Stop Digital Input: 1 = Range 0-999%
Input closed C Phase Current
N/A 1 Bit 4 = HPB Reset Digital Input: 1 = 9 11,12 | (CUR_C_BCD_HIGH)
Input closed Range 0-999%
Bit 5 = HPB Lock Digital Input: 1 = Over Current Trip (OC
Input closed 10 13 | TRIP_HIGH)
Bit 6 = MCI Digital Input: 1 = Input Range 0-120%
closed Current Balance
Bit 7 = HPB Start Digital Input: 1 = 11 14 (CURRENT_BAL)
Input closed Range 0-100%
Opto Status (OPTOSTAT) A Phase Volts (VOLTS_A)
Bit 0 = Earth Leakage Trip 12 15 Range 0-140%
B!t 1 = Earth Contlnwt_y Trip B Phase Volts (VOLTS_B)
Bit 2 = E/F Lockout Trip 13 16 Range 0-140%
N/A 2 B!t 3 =Over Cgrrept Trlp " . C Phase Volts (VOLTS_C)
B!t 4= Shc_)rt Circuit Trip . Range 0-140%
Bit 5 = Main Contactor Fail
Bit 6 = Unused Trip Status (TRIP_STAT)
Bit 7 = Running 15 18 | Bit0 = HPB Memory: 1 = Error
Opto Status/Digital Inputs Bit 1 = RTU Memory: 1 = Error
(OPTOSTAT+DIG_INPUTS)
Bit O = Earth Leakage Trip 16 19 Reserved
Bit 1 = Earth Continuity Trip 17 20 Reserved
Bit 2 = E/F Lockout Trip
Bit 3 = Over Current Trip Current Range Setting
Bit 4 = Short Circuit Trip (CUR_RANGE PARAM)
Bit 5 = Main Contactor Fail OC I Range A
Bit 6 = Unused 0="2???
Bit 7 = Running 1=60
Bit 8 = 1 Indicates HPB Relay 2=64
2 N/A | Bit9 = Communications to HPB: 0 = 3=068
Error 4=72
Bit 10 = Undefined 5=76
Bit 11 = HPB Stop Digital Input: 1 = 18 21 6 =80
Input closed 7=84
Bit 12 = HPB Reset Digital Input: 1 8 =88
= Input closed 9=92
Bit 13 = HPB Lock Digital Input: 1 =
Input closed 10=96
Bit 14 = MCI Digital Input: 1 = Input 11=100
closed 12 =104
Bit 15 = HPB Start Digital Input: 1 = 13 =108
Input closed 14 =112
15=116
3 3 Earth Leakage Current (EL_CUR)

Range 0-110%
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Modbus IP HPB Translation Table Modbus IP HPB Translation Table
Word Byte Description Word Byte Description
Short Circuit Setting
(SHORT_CCT_PARAM)
Current Multiplier Setting SC I Trip Mult
(CUR_MUL_PARAM) 0=1727?
OC | Mult 1=3.0
0=2?? 2=35
1=1/8 3=4.0
19 22 2=1/4 4=45
3=1/2 5=5.0
4=1 24 27 | 6=55
5=2 7=6.0
6=4 8=6.5
9=7.0
10=7.5
11=8.0
12=85
Over Current Curve Setting 13=9.0
(OC_CURVE_PARM) E = 205
Curve Type =
20 23 0="7?? P
; ;?(/Il:\\// Short Circuit Trip Time Setting
(SC_TRP_TM_PARAM)
SC Trip Time —ms
0="2?7?
1=40
Over Current Time Multiplier 25 28 2=60
(TIME_MULT_PARM) 3=80
0=2?? 4 =100
1=0.05 5=120
2=0.075 6 =160
3=0.1
4=0.15
5=02 Short Circuit Output Relay
21 24 6=03 Selection
o (SC_OUT_PARAM)
7=04 SC Relay)
8 i 0.5 26 29 0= 277
9 ‘_0'6 1=CBR
10=0.7 > = MCR
11=0.8
12=09
13=1.0
Earth Leakage Sensitivity Setting
(EL_SENS)
22 25 Reserved EL Sens — mA
0=2??
Current Balance Setting 1 <200
(CUR_BAL_PARAM) 2<300
Cur Bal Trip% 27 30 3<400
0= 299 4 <500
23 26 1=5 5 <600
2=10 6 <700
Sbes
4 =50 9 < 1000

5 = Off
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Modbus IP HPB Translation Table Modbus IP HPB Translation Table
Word Byte Description Word Byte Description
Machine Type Setting
Earth Leakage Trip time Setting (MACHINE_TYPE)
(EL_TIME) 0=2??
EL Time —ms 1 = DrgL - Dragline
=277 —
fl) 0 34 37 é = Shyl - Shovel
= Dril - Drill
2=150 4 = pSTx — Portable Starting
o8 31 3=190 Transformer
4 =230 5 =Wpmp - Water Pump
5=270 6 = Blank
6 =310 Machine Number Setting
7 =350 (MACHINE_NUM)
8 =390 35 38 0="72??
9 =430 1 — 40 Sets the RTU MC Number
10 =470 Under Voltage Trip Setting
(UV_TRIP_PARAM)
UV Trip %
Pilot Mode Selection 1 = None
(PILOT MODE) s 5 |2=30
29 2 |, ot P 3=40
= o 4=50
1=HTU 5=60
2 =Res 6 =70
7=80

Pilot Latch Setting

EFLO Select
(EFLO_SELECT) (PlLOT—LATCH)
37 40 0=72??
EF - M Ohm 1=0n
0=7???
1=2 2 = off - -
30 33 Earth Fault Lockout Time Setting
2=5 (EF_LOCKOUT_TIME)
3=10
4=20 EF Lockout Time Seconds
5=50 38 41 | 0=77?
6 = Off 1=10
2=15
Back EMF Timer Selection 8=20
(B_EMF_TIME) 4=25
B emf Time — Sec 39 42 Reserved
0=177? 40 43 Reserved
1=2 41 44 Reserved
2=5 42 45 Reserved
31 34 3=10 43 46 Reserved
4=15 44 47 Reserved
5=20 RTU Digital Inputs (RTU_DIG_IN)
6=25 45 48 Bit 0 = HTU Run
7=30 Bit 1 = HTU Online
8=35 Relay Status (RELAT_STAT)
9=40 Bit 0 = RELAY 4 (closed if bit set)
Bit 1 = CBR RELAY (closed if bit
set)
32 35 | PhaseB Leakage Level Bit 2 = MCR RELAY (closed if bit
Range 0-100 MQ 46 49 set)

Bit 3 = RL3 RELAY (closed if bit set)
oh C Leak L | Bit 4 = Reserved
ase L Leakage Leve Bit 5 = Undefined
33 36 Range 0-100 MQ Bit 6 = Heart Beat LED Drive
Bit 7 = MCF Trip Flag
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Modbus IP HPB Translation Table
Word Byte Description
47 50 Reserved
48 51 Reserved
49 52 Reserved
EC Time
(ECTIME_ADJ)
0="???
1 =300ms
2 =400ms
3 =500ms
50 53 4 = 600ms
5 =800ms
6=1s
7=1.2s
8=15s
9=2s
51 54 Reserved
52 55 Reserved
53 56 Reserved
54 57 Reserved
55 58 Reserved
56 59 Reserved
57 60 Reserved
58 61 Reserved
59 62 Reserved
60 63 Checksum (Low order byte of

sum of all IP bytes

Ampcontrol Pty Ltd — ABN 28 000 915 542

DNET-IP2 SERIAL COMMUNICATION SYSTEM USER MANUAL

DNETBO0O01 Version 11 — JUN 2016
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7.6 IPB Translation Table

Modbus IP IPB Translation Table Modbus IP IPB Translation Table
Word Byte Description Word Byte Description

IPSI Address Cable Fault Lockout Leakage

N/A 0 Bits 0..3 = IPSI Address (Range 1- 6 6 (CFLR_LEAK)
15) Range 0-100%
IPSI Address A Phase Current
Bits 0..3 = IPSI Address (Range 1- 7 7.8 (CUR_A_BCD_HIGH)

1 N/A | 15) Range 0-999%

Bit 8 = IPSI Online B Phase Current
Bit 9 = IPB Online 8 9,10 | (CUR_B_BCD_HIGH)
Dlgltal Input_s (DIG_INPUTS) Range 0-999%
B!t 0=1 Indlcatgs II?B Relay C Phase Current
Bit 1 = Communications to IPB: 9 11,12 | (CUR_C_BCD_HIGH)
0 = Error Range 0-999%
Bit 2 = Fan interlock Read: 0 = Not ge >
ready Over Current Trip
Bit 3 = IPB Stop Digital Input: 1 = 10 13 | (OCTRIP_HIGH)

N/A 1 IH_DUI closed N Range 0-120%
Bit 4 = IPB Reset Digital Input: 1 = Current Balance
Bit 5 = IPB Lock Digital Input; 1 = Range 0-100%
Input closed 12 15 A Phase Volts (VOLTS_A)
Bit 6 = MCI Digital Input: 1 = Input Range 0-120%
closed . _ 13 16 | BPhaseVolts (VOLTS_B)
:ilrtozt—(:lltl;lzdStart Digital Input: 1 = Range 0-120%
Opto Status (OPTOSTAT) 14 17 | CPhase Volts (VOLTS_C)

Range 0-120%

Bit O = Earth Leakage Trip
Bit 1 = Earth Continuity Trip
Bit 2 = E/F Lockout Trip
N/A 2 Bit 3 = Over Current Trip

Trip Status (TRIP_STAT)
Bit 0 = IPB Memory Error = 1
Bit 1 = RTU Memory Error =1

Bit 4 = Short Circuit Trip Bit 2=0
o . 15 18 Bit3=0
Bit 5 = Main Contactor Fail o
Bit 6 = Unused Bit4 _ 0
Bit 7 = Running BItS _ 0
Opto Status/Digital Inputs B!t 6=0
(OPTOSTAT+DIG_INPUTS) Bit7=0
Bit 0 = Earth leakage Trip 16 19 Reserved
Bit 1 = Earth Continuity Trip 17 20 Reserved
Bit 2 = Earth Fault Lockout Current Range Setting
Bit 3 = Overload (CUR_RANGE PARAM)
Bit 4 = Short circuit OC I Range A
Bit 5 = MCF Bit 1=60
5= Resered
it 7 = Outlet Run —
2 NIA | it g = Relay Type (1=IPB or HPB i B 32
0=IPA) -
Bit 9 = IPSI to IPB Comms OK 5=176
Bit 10 = Fan Interlock Read 6=380
Bit 11 = IPB Stop digital Input 18 21 7=84
Bit 12 = IPB Reset Digital Input 8=288
Bit 13 = IPB Lock Digital Input 9=902
Bit 14 = IPB MCI Digital Input 10 =96
Bit 15 = IPB Start Digital Input 11 = 100
3 3 Earth Loeeilgzg/e Current (EL_CUR) i; - 18;
ange 0- ) _
Pilot Series Resistance ig _ ﬁé
4 4 (PILOT_FWD)

Range 0-120%

Pilot Leakage Resistance
5 5 (PILOT_REV)

Range 0-120%
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Modbus IP IPB Translation Table Modbus IP IPB Translation Table
Word Byte Description Word Byte Description
Current Multiplier Setting
(CUR_MUL_PARAM) Current Balance Setting
OC | Mult (CUR_BAL_PARAM)
1=1/8 Cur Bal Trip%
19 22 2=Y, 0="7°77?
3=% 23 26 1=5
4=1 2=10
5=2 3=20
6=4 4 =50
5 = Off
Over Current Curve Setting
(OC_CURVE_PARM)
20 23 Curve Type
1 =Vinv Short Circuit Setting
2 =m-OL (SHORT_CCT_PARAM)
SC | Trip Mult
0="2????
Over Current Time Multiplier 1=30
(TIME_MULT_PARM) 2=35
OC Time Multiplier 3=40
1=0.05 5=50
2=0075 24 27 | 6=55
3=01 7=6.0
4=0.15 8=6.5
5=02 9=7.0
21 24 | 1704 11=80
8=05 12=85
9=0.6 13=9.0
11=09 15=10.0
12=1.0
13=0.04
14=0.03
15=0.02 S ]
16 = 0.015 Short Circuit Trip Time Setting
_ (SC_TRP_TM_PARAM)
1r=001 SC Trip Time —ms
18 =0.005
0="2????
25 28 1=20
Cool Multiplier Setting 2=40
(COOL_MUL_PARAM) 3=60
Cool Mult 4=80
0="2???? 5=100
1=0.2
2=03
3=04
22 25 4=05 Short Circuit Output Relay
5=08 Selection
6=10 (SC_OUT_PARAM)
7=20 26 29 SC Relay)
8=5.0 0="2???
9=10 1=CBR
10=20 2=MCR
11=50
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Modbus IP IPB Translation Table Modbus IP IPB Translation Table
Word Byte Description Word Byte Description
Earth Leakage Sensitivity Setting Machine Type Setting
(EL_SENS) (MACHINE_TYPE)
EL Sens —mA 1 = Belt - Conveyor Belt
0=7°7? 2 = SHRr - Shearer
1=100 3 =S-Ld - Stage Loader
2=150 4 = Hpmp - Hydraulic Pump
27 30 3=200 5 = Wpmp - Water Pump
4=250 6 = cMnr - Continuous Miner
5=300 7 = Scar - Shuttle Car
6 =350 8 = BK/F - Breaker Feeder
7=400 9 = CRsh - Crusher
8 =450 10 =Fan
9 =500 11=DCB
_— . 34 37 15 = :BIJZ:k Interlocking Fan
Earth Leakage Trip time Setting :
(EL_TIME) 14 = AFCm - AFC Main Gate
EL T|me —-mS 15 = AFCt - AFC Ta" Gate
0= 72777 16 = M-BE -Moveable Boot End
1=ins 17 = Bolt - Bolter
2 =150 18 = HRMr - Hard Rock Miner
3=190 19 =Winc - Winch
28 31 4 =230 20 = J-bo - Jumbo
5=270 21 = bBelt - Belly Belt
6 =310 22 = Stak - Stacker
7 =350 23 = aCar Add-Car
8 =390 24 =1GG - Inert Gas
9=430 25 =1Blt - Transfer Belt
10 =470 26 = Dplg - Dummy Plug
Machine Number Setting
Pilot Mode Selection (PILOT 35 38 (MACHINE_NUM)
MODE) 1 — 40 Sets the RTU MC Number
29 32 Pilot Type Under Voltage Trip Setting
1=RTU (UV_TRIP_PARAM)
2 = Diode U/ Trip %
1=20
CCM Selection (VOLTS_SELECT) 2=30
EFLO: CCM Volts 36 39 3=40
30 33 1=415 4 =50
2=1k 5=60
3=3k3 6=70
4=110 7 =80
Back EMF Timer Selection Pilot Latch Setting
(B_EMF_TIME) (PILOT_LATCH)
B emf Time — Sec 37 40 1=0n
1=2 2 = Off
31 34 2=5 Fan Current Level Setting
3=10 (FAN_LEVEL)
4=15 Fan | Level %
5=20 1=32
2=40
32 35 Reserved 3=48
) ) 38 41 4 =56
Relay 3 Function Setting 5=64
(RELAY_3_FUNC)
33 36 Relay 3 Status 6=72
1=O0FF 7=80
2=FID 8=288

9=96
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Modbus IP IPB Translation Table Modbus IP IPB Translation Table
Word Byte Description Word Byte Description
39 42 RTU RTD1 Temperature 5=300
0 to 200 °C, 255 = Offline 6 =400
40 43 RTU RTD 2 Temperature 7 =500
0 to 200 °C, 255 = Offline 51 54 Reserved
a1 a4 RTU RTD 3 Temperature 52 55 Reserved
0 to 200 °C, 255 = Offline 53 56 Reserved
42 45 RTURTD 4 Temperat.ure 54 57 RTU CIU Data Byte 2 '
0 to 200 °C, 255 = Offline Range = 0-255, 255 = Offline
43 46 RTU CIU Data Byte 0 . 55 58 RTU CIU Data Byte 3 _
Range = 0-255, 255 = Offline Range = 0-255, 255 = Offline
44 a7 RTU CIU Data Byte 1 . 56 59 RTU CIU Data Byte 4 _
Range = 0-255, 255 = Offline Range = 0-255, 255 = Offline
RTU Digital Inputs (RTU_DIG_IN) 57 60 RTU CIU Data Byte 5
Bit 0 = RTU Start: 0 = Closed Range = 0-255, 255 = Offline
45 48 Bit 1 = RTU Stop: 0 = Closed 58 61 RTU CIU Data Byte 6
Bit 2 = RTU PTC: 0 = Closed Range = 0-255, 255 = Offline
Bit3—-7=0 59 62 RTU CIU Data Byte 7
Relay Status (RELAT_STAT) Range = 0-255, 255 = Offline
B?t 0 = RELAY 4 (closed if biF sgt) 60 63 Checksum (Low order byte of
Bit 1 = CBR RELAY (closed if bit sum of all IP bytes
set
Bit)Z = MCR RELAY (closed if bit
set)
46 49 Bit 3 = RL3 RELAY (closed if bit
set)
Bit 4 = Reserved
Bit 5 = Fan Interlock Drive (on if bit
is set)
Bit 6 = Reserved
Bit 7 = Reserved
47 50 Reserved
Remote Start Setting
48 51 (REMOTE_CONTROL)
1=No
2=Yes
49 52 Reserved
Earth Continuity Time Delay
Setting
(ECTIME_ADJ)
EC Time-ms
50 53 1=80
2=120
3=160
4 =200
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Modbus IP IPA 4/5 Translation Table Modbus IP IPA 4/5 Translation Table
Word Byte Description Word Byte Description
o 14 17 C Phase Volts (VOLTS_C)
Digital Inputs (DIG_INPUTS) Range 0-120%
Bit 0 = 1 Indicates IPA Relay
Bit 1 = Communications to IPA: Trip Status (TRIP_STAT)
0 = Error Bit 0 = IPB Memory Error =1
Bit 2 = Fan interlock Read: 0 = Not Bit 1 = RTU Memory Error = 1
ready Bit2=0
Bit 3 = IPA Stop Digital Input: 1 = 15 18 Bit3=0
1 1 Input closed Bit4=0
Bit 4 = IPA Reset Digital Input: 1 = Bit5=0
Input closed Bit6=0
Bit 5 = IPA Lock Digital Input: 1 = Bit7=0
Input closed
Bit 6 = MCI Digital Input: 1 = Input
closed 16 19 |Reserved
Bit 7 = IPA Start Digital Input: 1 =
Input closed
17 20 |Reserved
Opto Status (OPTOSTAT)
Bit 0 = Earth Leakage Trip Current Range Setting
Bit 1 = Earth Continuity Trip (CUR_RANGE PARAM)
Bit 2 = E/F Lockout Trip OC | Range A
2 2 Bit 3 = Over Current Trip 1=60
Bit 4 = Short Circuit Trip 2=64
Bit 5 = Main Contactor Fail 3=68
Bit 6 = Unused 4=72
Bit 7 = Running 5=76
6 =280
18 21 7=-84
3 3 Earth Leakage Current (EL_CUR) 8=88
Range 0-160% 9=092
_ _ _ 10=96
4 4 Pilot Series Resistance 11 = 100
(PILOT_FWD) 12 = 104
Range 0-120% 13 =108
Pilot Leakage Resistance —
5 5 | (PILOT_REV) 1‘51 _ ﬂé
Range 0-120%
Cable Fault Lockout Leakage
6 6 (CFLR_LEAK) Current Multiplier Setting
Range 0-100% (CUR_MUL_PARAM)
A Phase Current OC | Mult
7 7,8 | (CUR_A_BCD_HIGH) 1=1/8
Range 0-999% 2=1/4
B Phase Current 19 22 |\a_1p
8 9,10 | (CUR_B_BCD_HIGH) 4=1
Range 0-999% 5=2
11 C Phase Current 6=4
9 12’ (CUR_C_BCD_HIGH)
Range 0-999%
Over Current Trip
10 13 (OC TRIP_HIGH)
Range 0-120% Over Current Curve Setting
11 14 Current Balance (CURRENT_BAL) (OC_CURVE_PARM)
Range 0-100% 20 23 Curve Type
12 15 A Phase Volts (VOLTS_A) 1 =Vinv
Range 0-120% 2 =m-OL
B Phase Volts (VOLTS_B)
13 16 Range 0-120%
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Modbus IP IPA 4/5 Translation Table Modbus IP IPA 4/5 Translation Table
Word Byte Description Word Byte Description
Short Circuit Setting
(SHORT_CCT_PARAM)
SC | Trip Mult
Over Current Time Multiplier 1=3.0
(TIME_MULT_PARM) 2=35
OC Time Multiplier 3=40
1=0.05 4=45
2=0.075 5=50
3=01 6=55
4=0.15 24 27 7-6.0
5=0.2 8=65
6=0.3 9=70
7=04 10=75
21 24 8=05 11=8.0
9=0.6 12=85
10=0.7 13=9.0
11=0.9 14=95
12=1.0 15 = 10.0
13=0.04 Short Circuit Trip Time Setting
14=0.03 (SC_TRP_TM_PARAM)
15=0.02 SC Trip Time —ms
16 =0.015 1=20
17=001 25 28 | 2=40
18 =0.005 3=60
4=80
5=100
Short Circuit Output Relay
Selection
Cool Multiplier Setting 26 29 (Ssccﬁgllé;)_PARAM)
(COOL_MUL_PARAM) 1=CBR
Cool Mult
1=02 2=MCR — .
2-03 Earth Leakage Sensitivity Setting
’ (EL_SENS)
3=04 EL Sens - mA
4=05 1=100
22 25 | 5=08 2 =150
6=10 3=200
7=20 27 30 | 4=250
8=50 5 =300
9=10 6 =350
10=20 7=400
11=50 8 = 450
9 =500
Earth Leakage Trip time Setting
(EL_TIME)
Current Balance Setting EL T|me —ms
(CUR_BAL_PARAM) 1=ins
Cur Bal Trip% 2=150
1=5 3=190
2=10 28 31 4 =230
23 26 3=20 5=270
4=50 6 =310
5 = Off 7 =350
8 =390
9=430
10=470
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Modbus IP IPA 4/5 Translation Table
Word Byte Description

Pilot Mode Selection
(PILOT MODE)

29 32 Pilot Type

1=RTU

2 = Diode

CCM Selection
(VOLTS_SELECT)
(EFLO: CCM Volts
30 33 1=415

2=1k

3=3k3

4=110

Back EMF Timer Selection
(B_EMF_TIME)

B emf Time =Sec

1=2

2=5

3=10

4=15

5=20

31 34

Main Contactor Mode Selection
(IPA V5.1 Only)

1 = Normal

2 = Dual

32 35

Relay 3 Function Setting
(RELAY_3_FUNC)

33 36 Relay 3 Status

1=OFF

2=CTR
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8 SERVICE, MAINTENANCE & DISPOSAL

8.1 Equipment Service

A number of external system based checks should be completed on a regular basis. These ‘routine
inspections’ must be carried out by suitably trained people with knowledge of the DNET-IP2 Serial
Communication System and the systems into which it is fitted. Routine inspections may take the form of
either visual-only checks, or visual and ‘hands-on’ checks.

8.1.1 Visual Only Inspections

A basic visual inspection focuses on looking at the installation for signs of physical damage, water or
dust ingress and the condition of cables and labels. This type of inspection may involve opening
cabinets to gain access to the System and other equipment. This level of inspection may also include
cleaning display windows that have become obscured by dirt.

Observations would typically be:

Check that equipment enclosures, cable trays, conduits, etc. are in good order with no physical
damage.

Check that sealed wall boxes are free from water and dust ingress internally. Door seals are in
good condition.

Check that connected cables are free from cuts, abrasions and obvious signs of damage. Cable
restraints are in good order and correctly fitted.

Check that labels on equipment, wall boxes and cables are present and in good condition
(especially certification labels).

Check that no modifications have been carried out to installed equipment.

8.1.2 Hands-On (Detailed) Inspections

A more detailed inspection would include all of the elements of a visual inspection, plus some checks
that cover the integrity of connections, fixtures and fittings.

In addition to basic visual observations, more detailed integrity checks would involve:

Verify that equipment housings, wall boxes and other mechanical fixtures are secured in place.
This includes terminal box lids, tightness of cable glands, integrity of wall-box mountings, security
of equipment fixing to walls/DIN rails etc.

Verify all electrical connections are secure with no loose screw terminals or DIN rail terminals not
fitted to rails etc.
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8.2 Equipment Maintenance

The DNET-IP2 Serial Communication System has no user-serviceable
parts.
WARNING! _ _
p All repairs must be carried out by Ampcontrol only.
If a fault develops, return the product to Ampcontrol for repair. It is
N essential that no attempt be made to repair the product as any
attempt to dismantle or repair the product can seriously compromise
the safety of the unit and voids product warranty.
8.3 Disposal
ENVIRO The electronic equipment discussed in this manual must not be

consequences for the environment which could otherwise be caused by

treated as general waste. By ensuring that this product is disposed of
h\%r correctly you will be helping to prevent potentially negative
incorrect waste handling of this product.
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O SPECIFICATIONS

9.1 DNET-IP2 Protocol Converter

Power Requirements

Supply Voltage 24V-0V-24Vdc + 10% 15VA (Preferred) or,

20V-0V-240ac + 10% 15VA

L1 Operating Range

Series Resistance 250Q
Shunt Resistance 1000Q
Capacitance 0.1pF

Communications

Comm. Protocols

RS232, RS422 or RS485

Baud Rate 1200, 2400, 4800 or 9600

User Protocols Master Modbus RTU, Slave Modbus RTU, IP2 or IP
Mechanical

Dimensions 100W x 75D x 110H

Mounting DIN Rail or Panel Mounted.

IP Rating IP20

9.2 DNET Power Supply V2 (Supersedes V1)

Power Requirements

Supply Voltage | 85-285Vac

Power Output

Voltage 24V-0V-24V

Power 15VA

Mechanical

Dimensions 55W x 75D x 110H
Mounting DIN Rail or Panel Mounted.
IP Rating P20

9.3 IPSI-IPA

Power Requirements

Supply Voltage | Line Powered by DNET-IP2 Protocol Converter

Integrated Protection Relay Compatibility

Compatible | IPA, IPB, IPC, HPB
Mechanical

Dimensions See Figure 4.3.
Mounting DIN Rail Mounted

IP Rating P20

9.4 IPSI-D

Power Requirements

Supply Voltage | Line Powered by DNET-IP2 Protocol Converter
Integrated Protection Relay Compatibility
Compatible | IPD

Mechanical

Dimensions 22.5W x 75D x 98.5H
Mounting DIN Rail Mounted

IP Rating IP20
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10 EQUIPMENT LIST

Part Number Description
101270 DNET-IP2 Protocol Converter
171107 DNET-IP2 Power Supply 85-285Vac V2
101501 IPSI-IPA Serial Interface Module
110144 IPSI-D IPD Serial Interface Module
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APPENDIX A - DRAWINGS

Drawing Number Description

DNETEOQ09 DNET-IP2 Connection Diagram for Standalone IPA/B Monitoring

DNETEOQ10 Monitoring Multiple IP2 Systems with a single PLC Comm. Port

DNETAOQ057 DNET-IP2 Protocol Converter Case Dimensions & External Dimensions

DNETEOQ08 DNET-IP2 System Block Diagram

DNETEO12 RS232 IS Link to PLC Connection Diagram

DNETEO11 PLC/DNET-IP2 Multi Drop System with IS Barriers Layout Diagram

The drawings appear in the following pages in the same order in which they are listed in the table above.
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APPENDIX B — APPROVALS

Refer to IPD Manual IPD B014 and IPC Manual IPC B007 (Pt Nos. 110773 & 119051) for details of

others.

New South Wales
Department of Mineral Resources

Accredited Assessing Authority MDA-A2508

COAL MINES REGULATION ACT, 1982

NOTICE OF SUPPLEMENTARY APPROVAL

It is hereby notified that the Approved Item listed herein has been assessed for compliance with the Coal
Mines Regulation Act and appropriate standards or requirements, and is hereby APPROVED in accordance
with the requirements of the COAL MINES REGULATION ACT 1982. This approval is issued pursuant to
the provisions of Clause 6 and 7A of the Coal Mines Regulation (Approval of Items) Regulation, 1984.

This APPROVAL is issued to:
Address of Approval Holder:
Approved Item:

Item Identification:

CMRA Regulation:

CMRA Approval Clause:

Specific Approval Category:

This Approval is issued subject

Act, 1983, with particular reference to Sections 15 to 17 of the said Act as it applies to USERS of Approved
Items, and to Section 18 of the said Act as it applies to MANUFACTURERS and/or SUPPLIERS of Approved

Items.

AMPControl Pty Ltd

240 Macquarie Street  WARNERS BAY NSW 2113

Monitoring, Control and Information Dissemination System

DNET

Coal Mines Regulation (Electrical - Underground Mines) Regulation, 1984
27 (b)

Explosion Protected — Intrinsically Safe

to compliance with the requirements of the Occupational Health and Safety

The Authority issuing the Approval has, for the purposes of the Occupational Health and Safety Act, 1983,
appended a Schedule, (including drawings, documents, etc.) that are applicable to the approved item, as
identified during test and/or assessment, to assist the Approval Holder and User to comply with the
obligations of the Occupational Health and Safety Act, 1983. The onus is on the Supplier and/or User to

ensure the Approved Item, and

any deviation from the details included in the Schedule, in reference to that

item is not inferior in any way to the item tested and/or assessed, this includes the supply, installation and

continuing use of the approved

The Approval Number shall appear in a conspicuous place and in a legible manner on each approved item,

unless specifically excluded.

A copy of this Approval Document together with a copy of the Schedule from the Authority issuing the
Approval shall be supplied to each user of the approved item.

item.

Any Maintenance, Repair or Overhaul of Approved Items shall be carried out in accordance with the
requirements of the Coal Mines Regulation Act, 1982.

=W

K J Fisher

Accredited Assessing Authority (MDA-A2508)
for The Chief Inspector of Coal Mines

Approval No: MDA Exia 14067

Issue: A2508-2 Date of Issue: 11/12/98

Issuing Authority Ref: 94/6530

CMRA File No: C94/0418 Page 1 of 7

WWCLONSO0INDATA\A&C\APPROVAL\CMRA\14067-2a.doc

Mincrals & |

nergy House. PO Box 336. St Leonards, NSW 2065, Australia
Telephone:(02)901 8888  Facsimile:(02)901 8777
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Phone: (02) 4724 4900 Toll Free 1800 641 805 Fax: (02) 4724 4999

LONDONDERRY OCCUPATIONAL SAFETY CENTRE, 919 Londonderry Road, Londonderry NSW 2753 } & |

Reference WORKCOVER
Supplementary Approval Schedule BEY SRS

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and
forms an integral part of the Approval in respect of the apparatus described herein. SILIS

A copy of this Schedule is to be supplied with the Notice of Approval :* \
" I
% |
QUALITY |
Apparatus Description %fu_Tr‘TET:M‘n ‘

The 'DNET' Monitoring, Control and Message Dissemination System is a distributed, two- wire monitoring,
supervisory control and message dissemination network. being designed to monitor the status of segregated
potential-free switch contacts in hazardous areas. The system conveys information to users in the field via
the display on a DNET Controller or a Hand Held Terminal.

The two-wire line on which the input and output modules communicate is driven by a DNET Controller Unit
located in a safe area and interfaced via a Line Interface Unit. Additional safe area controllers and
monitoring devices can be interfaced to the two-wire line via a Slave Interface Unit. The DI2 module, which
is the only part of the system normally located in the hazardous area, is powered from the two-wire lineand
monitors the condition of up to 2 potential-free switch contacts communicating this information to a
controller via the two-wire line.

The DNET Controller and Protocol Converter, normally located in a safe area, incorporate 3.6 Volt
rechargeable batteries which are used to maintain volatile memory in the event of a power interruption. The
arrangement of the battery, together with the driven circuits, are Intrinsically Safe to categoryia under this
condition.

The Hand Held Terminal is a battery powered device, operating from an in-built 9 Volt rechargeable
batteries, which can communicate with any DI2 module via an infra-red data link to provide information

communication channel to mimic the information as displayed on a Controller.

Drawings Relating to Original Issue

DNET-Z-007 Shts 1-10 Issue 0 17 June 1994

DNET-Z-008 Issue 0 9 August 1994

DNET-Z-009 Issue 0 9 August 1994

DNET-Z-011 Issue 1 23 September 1994

DNET-Z-019 Issue 0 9 August 1994

DNET-Z-020 Issue 0 11 July 1994

DNET-Z-022 Issue 1 22 September 1994

DNET-Z-028 Issue 1 23 September 1994

DNET-Z-033 Issue 0 16 September 1994

DNET-Z-001 Revision 0 10 June 1994

DNET-Z-002 Revision 0 10 June 1994

DNET-Z-003 Revision 0 10 June 1994

DNET-Z-004 Revision 0 15 June 1994

DNET-Z-005 Revision 0 17 June 1994 f
Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98
Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 2 of 7

\WWCLONSO0I\DATA\A&C\APPROVAL\CMRA\14067-2a.doc

New South Wales Government
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LONDONDERRY OCCUPATIONAL SAFETY CENTRE, 919 Londonderry Road, Londonderry NSW 2753 '
Phone: (02) 4724 4300 Toll Free 1800 641 805 Fax: (02) 4724 4999 ‘ |
Reference WORKCOVER
Supplementary Approval Schedule NEW SOUTH WALES

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and 1
forms an integral part of the Approval in respect of the apparatus described herein. SILIS ;

A copy of this Schedule is to be supplied with the Notice of Approval :*
2
QUALITY [
MANAGEMENT ;
SYSTEM |
Drawings Relating to Original Issue (continued) WATA CERTIFIED i
DNET-Z-006 Revision 0 17 June 1994
DNET-Z-012 Revision 0 20 June 1994
DNET-Z-013 Shts 1 & 2 Revision 1 30 September 1994 1
DNET-Z-014 Shts 1 & 2 Revision 1 22 September 1994
DNET-Z-015 Revision 1 22 September 1994
DNET-Z-016 Revision 0 27 June 1994
DNET-Z-017 Revision 1 21 September 1994
DNET-Z-021 Revision 0 27 July 1994
DNET-Z-023 Revision 0 7 February 1994
DNET-Z-024 Revision 0 29 July 1994
DNET-Z-025 Shts 1 & 2 Revision 0 1 August 1994
DNET-Z-026 Revision 0 1 August 1994
DNET-Z-027 Revision 1 30 September 1994
DNET-Z-029 Revision 0 16 September 1994
DNET-Z-030 Revision 0 22 September 1994
DNET-Z-031 Revision 0 15 September 1994
DNET-Z-034 Revision 0 16 September 1994
DNET-Z-035 Revision 0 21 September 1994

Variations Permitted by Issue A2508-1
1. Minor alterations to the Line Interface Module involving changes to fuses F1 and F2 and
alterations to the conformal coating applied to the printed circuit board.

2 Minor changes to the Hand Held Terminal involving a reduction in circuit capacitance.

Drawings Relating to Variations Permitted by Issue A2508-1

DNET-Y-013 Sht 1 Issue 3 30 November 1995

DNET-Z-013 Sht 2 Issue 3 30 November 1995

DNET-Z-014 Shts 1 & 2 Issue 2 10 August 1995

DNET-Z-016 Issue 2 28 November 1995

DNET-Z-017 Issue 3 28 November 1995

DNET-Z-025 Sht 1 Issue 1 30 January 1995

DNET-Z-025 Sht 2 Issue 1 30 January 1995

DNET-Z-026 Issue 1 27 January 1995

DNET-Z-027 Issue 2 27 January 1995

Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98
Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 3 of 7

WWCLONSOO0I\DATA\A&C\APPROVAL\CMRA\14067-2a.doc

New South Wales Government
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LONDONDERRY OCGUPATIONAL SAFETY CENTRE, 919 Londonderry Road, Londonderry NSW 2753 l

Phone: (02) 4724 4900 Toll Free 1800 641 805 Fax: (02) 4724 4999 ‘

Reference WORKCOVER
Supplementary Approval Schedule NEW SOUTH WALES

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and

Variations Permitted by Issue A2508-2
A change to the system arrangement with the use of modified or alternative system modules as follows:

forms an integral part of the Approval in respect of the apparatus described herein. $110N,
A copy of this Schedule is to be supplied with the Notice of Approval :*
>
QUALITY |
MANAGEMENT 1
SYSTEM w
NATA CERTIFIED ‘
i

Safe Area Components

i Up to 3 Master Barrier Type MSB-G1

il. Any one of the following Interface units:
e Slave Passive Interface Unit Type SP16
e Slave Passive Interface Unit Type SP30
e Slave Active Interface Unit Type SA16 |

Hazardous Area Components

i Up to two DNET DI2 Modules
ii. A Slave Active Interface Module Type SA12
iii. Up to 100 of any one of the following modules:

e Analogue Transducer Module Type TCD2 and up to twelve switches
* Analogue Transducer Module Type TCA2 and either a PMS or CMS sensor
*  Analogue Transducer Module Type TCB2 and up to two suitably previously approved

sensors
iv. A Hand Held Programmer Type PGM-1
\2 Hand Held Terminal.

Drawings Relating to Variations Permitted by Issue A2508-2

DNET-Z-011 Issue 2 5 October 1998

DNET-Z-038 Sht 1 Issue 2 7 December 1998

DNET-Z-038 Sht 2 Issue 2 18 November 1998

DNET-Z-040 Sht 1 Issue 1 20 November 1998

DNET-Z-040 Sht 2 Issue 1 20 November 1998

DNET-Z-041 Sht 1 Issue 1 20 November 1998

DNET-Z-041 Sht 2 Issue 1 20 November 1998

DNET-Z-041 Sht 3 Issue 1 20 November 1998

DNET-Z-042 Sht 1 Issue 1 20 November 1998

DNET-Z-042 Sht 2 Issue 1 20 November 1998

DNET-Z-042 Sht 3 Issue 1 20 November 1998

DNET-Z-043 Sht 1 Issue 2 20 November 1998

DNET-Z-043 Sht 2 Issue 2 20 November 1998

DNET-Z-043 Sht 3 Issue 2 20 November 1998

DNET-Z-044 Sht 1 Issue 3 20 November 1998

Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98
Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 4 of 7

WWCLONSO0I'\DATA\A&C\APPROVAL\CMRA\14067-2a.doc

New South Wales Government
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LONDONDERRY OCCUPATIONAL SAFETY CENTRE, 919 Londonderry Road, Londonderry NSW 2753 & |
Phone: (02) 4724 4900 Toll Free 1800 641 805 Fax: (02) 4724 4999 ‘

Reference WORKCOVER

Supplementary Approval Schedule NEW'SOUTHWALES

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and

forms an integral part of the Approval in respect of the apparatus described herein. RILI» _

A copy of this Schedule is to be supplied with the Notice of Approval :* < [
L {

-
QUALITY
STE J

Drawings Relating to Variations Permitted by Issue A2508-2 (continued) f‘m

DNET-Z-044 Sht 2 Issue 3 20 November 1998

DNET-Z-044 Sht 3 Issue 3 20 November 1998

DNET-Z-044 Sht 4 Issue 3 20 November 1998

DNET-Z-045Sht 1 Issue 4 20 November 1998

DNET-Z-045Sht 2 Issue 4 20 November 1998 !

DNET-Z-045Sht 3 Issue 4 20 November 1998

DNET-Z-045 Sht 4 Issue 4 20 November 1998

DNET-Z-045 Sht 5 Issue 4 20 November 1998

DNET-Z-045 Sht 6 Issue 4 20 November 1998

DNET-Z-046 Sht 1 Issue 3 20 November 1998

DNET-Z-046 Sht 2 Issue 3 20 November 1998

DNET-Z-046 Sht 3 Issue 3 20 November 1998

DNET-Z-047 Sht 1 Issue 3 20 November 1998

DNET-Z-047 Sht 2 Issue 3 20 November 1998

DNET-Z-047 Sht 3 Issue 3 20 November 1998

DNET-Z-048 Issue 1 20 November 1998

DNET-Z-050 Issue 1 1 October 1998

DNET-Z-051 Issue 1 1 October 1998

DNET-Z-052 Issue 1 1 October 1998

DNET-Z-053 Sht 1 Issue 2 20 November 1998

DNET-Z-053 Sht 2 Issue 2 20 November 1998

DNET-Z-053 Sht 3 Issue 2 20 November 1998

Compliance Documents

Certificate of Conformity AUS Ex 3109X-2 covering compliance with:

e AS2380.1-1989 Electrical equipment for explosive atmospheres - Explosion-protection

techniques - General requirements
e AS 2380.7-1987 Electrical equipment for explosive atmospheres - Explosion-protection
techniques - Intrinsic safety ‘i’

e AS 1939-1990 Degrees of protection provided by enclosures of electrical equipment (IP Code)

Conditions of Manufacture and Safe Use

1; It is a condition of safe use that the equipment be installed and maintained in accordance with

drawing DNET-Z-012 or DNET-Z-038, as appropriate.

Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98

Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 5 of 7

NWWCLONS001'\DATA\A&C'APPROVAL\CMRA\14067-2a.doc

New South Wales Government
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LONDONDERRY. OCC.UPAT!ONAL SAFETY CENTRE, 91 9 Londonderry Road, Londonderry NSW 2753 A I
Phone: (02) 4724 4900 Toll Free 1800 641 805 Fax: (02) 4724 4999 ‘
Salrence WORKCOVER |

Supplementary Approval Schedule NEW SOUTH WALES
i

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and
forms an integral part of the Approval in respect of the apparatus described herein. SIS

A copy of this Schedule is to be supplied with the Notice of Approval :*
2
QUALITY 1
SYSTEM |

Conditions of Manufacture and Safe Use (continued) NATA CERTIFIED ;

2. It is a condition of safe use that the hand held terminal must only be taken into the hazardous area

within its leather carry case.
3. It is a condition of safe use that the battery fitted to the hand held terminal shall not be removed nor

recharged in a hazardous area.

4. It is a condition of safe use that no apparatus connected to the safe area terminals of the Line
Interface or Slave Interface Units shall be supplied from nor contain, under normal or abnormal
conditions, a source of potential with respect to earth in excess of 250 Voltsrms or 250 Volts dc.

5. It is a condition of safe use that only segregated potential-free contacts shall be connected to the
status inputs of the DI2 module.

6. It is a condition of safe use the type CMS Sensor be connected to the Analogue Transducer Module
Type TCA2.
7 It is a condition of safe use that the remote Light Emitting Diode supplied from the TCD2be

installed in an enclosure providing a degree of protection at least equivalent to IP54.

8. It is a condition of safe use that the maximum capacitace and inductance or inductance-to-
resistance (L/R) ratio of any cable used with the system not exceed the values given in Table 1.

9. Any programmable systems/devices used in the approved apparatus or used to enter programs/data
into the apparatus are to be Year 2000 compliant.

Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98
Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 6 of 7
WWCLONSO0I\DATA\A&C\APPROVAL\CMRA\14067-2a.doc

New South Wales Government
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Phone: (02) 4724 4900 Toll Free 1800 641 805 Fax: (02) 4724 4999 ‘

LONDONDERRY OCCUPATIONAL SAFETY CENTRE, 919 Londonderry Road, Londonderry NSW 2753
feference WORKCOVER |

|
NEW SOUTH WALES

Supplementary Approval Schedule |

This Schedule is issued in accordance with the Coal Mines Regulation Act, 1982, and

forms an integral part of the Approval in respect of the apparatus described herein. W110N,
A copy of this Schedule is to be supplied with the Notice of Approval :* <
o
%
QUALITY
MANAGEMENT
SYSTEM
Table 1: Allowable Cable Parameters NATA CERTIFIED
Cable Maximum Maximum Maximum L/R
Capacitance (uF) | Inductance (mH) Ratio (uUH/Q)
Hazardous area component to Line 7 2 200
Interface Unit
Hazardous area component to Master 2.08 28 496
Barrier Type MSB-G2
Hazardous area component to Master 6 1.85 175
Barrier Type MSB-G1 to TCD2 plus
TCD2 to remote switches
TCD2 to remote LED 6 60 1200
TCA2 to remote sensor 3.8 6 718
TCB2 terminals X+, X- 6 60 1200
TCB2 terminals A+, A- or B+,B- 22.8 188 2730
=
K J Fisher
Accredited Assessing Authority (MDA-A2508)
Londonderry Occupational Safety Centre
Approval No: MDA Exia 14067 Issue: A2508-2 Date of Issue: 11/12/98
Issuing Authority Ref: 94/6530 CMRA File No: C94/0418 Page 7 of 7
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APPENDIX C- RISK & RELIABILITY

Marcus Punch Pty. Ltd.
Risk and Reliability

Declaration of Conformity (MC_141012)

Marcus Punch Pty. Ltd. was engaged by Ampcontrol Group to perform a safety integrity verification on their
Machine Communication function (using the RTU-D, IPD, IPSI-D and DNET-IP2) against the requirements
of AS61508.2-2001. The verification was conducted according to the ‘traditional’ route.

The details of the analyses and reviews that lead to these findings are provided in our report:

AMP-09-03-A Rev.1, Machine Communication using the RTU-D, IPD IPSI-D and DNET-IP2 — Failure
Modes Effects and Diagnostics Analysis (FMEDA) and Safe Failure Fraction (SFF) Calcuiation (dated 23"

Jun 2009).
Machine Communication
(Syteline Part No/s. 110145; 121114; 110144; 101270)
Description Finding | Conclusion
Hardware Safety Integrity Route 14
Compliance Approach'
Architectural Constraints SFF=99%, HWFT=0, Type B | SIL2
Random Hardware Failures Aotal = 3.6x10™ £ hour, or 3600 FITS
(Chi-square (x°) estimation MTTF = 277,778 hours, or 32 years
at 90% degree of Agu = 3.5x107 / hour, or 350 FITS
confidence) MTTF, = 2,857,143 hours, or 326 years
Probability of Failure on PFD,.. = 1.5x107 SIL2
Demand (PFD..) (with proof-test interval = one (1) year)
See below for PFD,,. \V's proof-test interval.
Probability of Dangerous PFH = 3.5x10" SIL2
Failure Per Hour (PFH)
Systematic Safety Integrity Not assessed.
(Systematic Capability
Compliance Approach
Systematic Capability” Not assessed.
Overall SIL Capability” SIL2

Test Interval (months)
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Marcus Punch N
TUV FSExpert (Machinery, ID:154/10), TUV FSEng (SIS, ID:735/07)
CPEng, NPER, RPEQ

Director

' Per AS61508.2-2011 Clauses 7.4.2 and 7.4 4.

21 FIT = 1 failure per billion hours, or a failure rate of 1x10°® / hour

¥ Per AS61508.2-2011 Clauses 7.4.2 and 7.4.4

4 Per AS61508.2-2011 Clause 7.4.3.

® Overall SIL capability is determined by the minimum SIL indicated by the above parameters.
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